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Figure 1. Detailed Block Diagram 
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PRODUCT OVERVIEW 


The Am29332 is a 32-bit wide, high-performance, non-expand- 
able Arithmetic Logic Unit (ALU). It has two 32-bit wide input 
ports (A and B) and one 32-bit wide output port (Y). These 
three ports provide flexibility and accessibility for high-perfor- 
mance processor designs. Dedicated input and output ports 
provide a flow-through architecture and avoid the penalty 
associated with switching the bus half-way through the cycle 
for input and output of data. The chip is designed for use with 
a dual-access RAM (Am29334) as a register file. In addition, 
the three-bus architecture facilitates the connection of other 
arithmetic units in parallel with the Am29332 for high-perfor- 
mance systems. 


The Am29332 supports one-, two-, three-, and four-byte 
arithmetic operations. It also supports multiprecision arithme- 
tic and multiple bit shifts. For logical operations, it can handle 
variable-length fields of up to 32 bits. The chip incorporates 
dedicated hardware to allow efficient implementation of a two 
bit-at-a-time (modified Booth) multiply algorithm, supporting 
signed and unsigned arithmetic data types. Similarly, hardware 
is provided to support a bit-at-a-time divide algorithm, also 
supporting signed and unsigned arithmetic data types. An 
internal 32-bit register (Q) is used by the multiply and divide 
hardware for double precision operands. For business applica- 
tions, the Am29332 supports variable-length BCD arithmetic. 


Field logical instructions operate on bit-fields taken from the A 
and B data inputs; they may be of variable width and starting 
position. A is normally the source input and B the destination 
input. In general, destination bits not falling within a specified 
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field are passed by the ALU unchanged. Field width and 
position are specified either by direct inputs to the chip, or by 
entries in the status register. There are two kinds of field 
logical instructions — aligned and non-aligned. The first type of 
instruction assumes that source and destination fields are 
aligned and the operation is performed only for bits within the 
specified fields. In the second type of instruction, source and 
destination fields are normally non-aligned. However, it is 
always assumed that one field (either source or destination) is 
least-significant-bit (LSB) aligned. 


If the destination field is LSB aligned then the source field is 
downshifted in order to make it LSB aligned as well. Down- 
shifting is accomplished by making the 6-bit position input 
equal to the two's complement of the number of places the 
field is to be downshifted. If the source field is LSB aligned 
then it is upshifted in order to align it with the destination. 
Upshifting is accomplished by making the position inputs equal 
to the number of places the field is to be upshifted. Any other 
type of field operation is not allowed. Whenever the field 
crosses the word boundary, the portion not falling within the 
word boundary is ignored. This effect is useful when perform- 


’ ing operations on fields that overlap two different words. 


Instructions to perform straightforward multiple-bit shifts (ei- 
ther up or down) are also provided. Additionally, it is possible 
to extract a bit-field from a word in one instruction, even if that 
field overlaps a word boundary. 
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The power and the flexibility of the processor comes partly 
from its ability to generate a mask to control the width of an 
operation for each instruction without any overhead. For all 
byte aligned instructions (three quarters of the instruction set), 
the mask is either 1, 2, 3 or 4 bytes wide and is generated from 
the byte width input (Ig - 17). For all field instructions the mask 
is of variable width and is generated from the position inputs 
(Po -Ps) and the width inputs (Wo - Wa). Table 1 describes 
the position displacement from the position inputs and Table 2 
the bit field from the width inputs. 


TABLE 1. POSITION INPUTS AND BIT 
DISPLACEMENT 





TABLE 2. WIDTH INPUTS AND BIT FIELD 

| inputs 

| Wa | Wa | We | Wi | Wo 
0 0 0 0 0 






32 
1 
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31 
Whenever the width of the operand is less than 32-bits, all 
unselected bits from the inputs of the ALU are passed to the 
output without any modification. Depending upon the instruc- 
tion type, unselected bits are taken from different sources. For 
example in all single operand instructions, bits from the source 
operand (from either A or B input) are passed in unselected bit 
positions. For two operand instructions, bits from the B’ input 


are passed in unselected bit positions. There are some 
exceptions which are explained in the instruction set section. 


The processor has a 32-bit status register to indicate the 
status of different operations performed. The status register is 
loaded at the rising edge of the clock with new status unless 
the HOLD signal is HIGH. The bit position for each status bit is 
given in the functional description. The least significant byte of 
the status register holds the six position bits (PRo - PRs). The 
two most significant bits of this byte may be read or loaded but 
are otherwise unused by the ALU. The second byte (bits 8 to 
15) consists of the five width bits (WRo — WR,4) and three read- 
only bits that are a combinational function of other status bits, 
and which indicate useful branch conditions. The third byte 
consists of ALU status bits plus bits for high-speed multiply 
and divide. The most significant byte holds intermediate nibble 
carries for BCD operations. An extract-status instruction is 
provided which allows a Boolean value to be formed from any 
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selected bit. This is particularly useful in machines employing a 
stack architecture. Instructions to save and restore the status 
register are provided. As the entire status of each instruction is 
stored in the status register, interrupts at any microinstruction 
boundary are feasible. 


The processor has a 32-bit wide priority encoder to support 
floating-point and graphics operations. The priority encoder 
supports all byte aligned data types — the result is dependent 
upon the byte width specified. The result of a priority encode is 
also loaded into the position bits of the status register. The 
result of the prioritize operation can then be used in the 
following clock cycle, e.g., to normalize a floating-point num- 
ber or to help detect the edge of a polygon in graphics 
applications. 


To support system diagnostics, the Am29332 has a special 
'"'Master-Slave'’ mode. To use this mode, two chips are 
connected in parallel, and hence receive the same instructions 
and data. The master chip is used for the normal data path. 
However, in the slave chip, all outputs becomes inputs. The 
slave compares the outputs of the master with its own 
internally generated result. If the two do not match, the slave 
will activate an error signal. 


As a further diagnostic aid, byte-wise parity checking is 
performed at both the A and B data inputs. The "'parity” signal 
is activated if an error is detected. Parity bits (one per byte) are 
generated for the 32-bit output bus. 


FUNCTIONAL DESCRIPTION 


A detailed description of each functional block is given in the 
following paragraphs. 


64-Bit Funnel Shifter 


The 64-bit funnel shifter is a combinatorial network. The 64-bit 
input is formed from a combination of the A and B inputs. This 
may be left-shifted by up to 31 bits before being used by the 
ALU. The output of the shifter is the most significant 32 bits of 
the result. The 64-bit shifter can be used on either the A or B 
operands to perform barrel shifts (either up or down) or 
rotates. The operation is controlled by positioning operands 
properly at the input of the 64-bit up-shifter. 


The number ''n'' by which the operand is shifted comes from 
two sources: the microprogram memory via the Po — Ps pins or 
the internal register (byte 0 of the status register), PRo — PRs, 
as selected by an instruction bit. 


In general, the 6-bit position input, Po - Ps, takes a 6-bit two's 
complement number representing upshifts from 0 to 31 places 
(positive numbers) or downshifts from 1 to 32 places (negative 
numbers). 


Mask Generator 


The mask generator logic provides the ability to generate the 
appropriate mask for an operand of given width and position. 
The generation of the mask depends upon two types of 
instructions. The first type has byte boundary aligned oper- 
ands (widths of either 1, 2, 3 or 4 bytes) with the least 
significant bit aligned to bit 0. The width of an operand is 
specified by the byte width inputs (Ig and I7) as shown in Table 
3. The second type of instruction has operands of variable 
width (1 to 32 bits) and position. The operand is specified by 
the width inputs (Wo - W4) and the position inputs (Po — Ps) 





indicating the least significant bit position of the operand. 
Thus, in this type of instruction the operand may or may not be 
least significant bit aligned. Depending upon the type of 
instruction, the mask generator first generates a fence of all 
zeros starting from the least significant bit with the width 
specified either by the byte width or the width input fields. This 
fence can be upshifted by up to 31 bits by the 32-bit mask 
shifter. Whenever the mask is moved up over the 32-bit 
boundary, it does not wrap around. Instead, ONE's are 
inserted from the least significant end. This configuration 
provides the ability to operate on a contiguous field located 
anywhere in a word, or across a word boundary. 


The mask generator can be used as a pattern generator by 
allowing the mask to pass through ALU (by using the PASS- 
MASK instruction). For example, a single-bit wide mask can be 
generated and by shifting it up by different amounts can give 
walking ONE or walking ZERO patterns for memory tests. 


TABLE 3. 





Arithmetic and Logical Unit 


The ALU is a three input unit which uses the mask as a second 
or third operand in every instruction. The mask is used to 
merge two operands. For all selected bits (wherever the mask 
is 0), the desired operation specified by the instruction input is 
performed, and for all unselected bits either corresponding 
destination bits or zeros are passed through. The status of 
each operation (carry, negative, zero, overflow, link) applies to 
the result only over the specified width. For all byte aligned 
arithmetic and logical operations (first three quarters of the 
instruction set), the status is extracted from the appropriate 
byte boundary. For all field operations (last quarter of the 
instruction set), the operand width is assumed to be 32 bits for 
status generation. The ZERO flag always indicates the status 
of all bits selected by the mask. 


The actual width of the ALU Is 34 bits. There are two extra bits 
used for the high speed signed and unsigned multiplication 
instructions. These two bits are automatically concatenated to 
the most-significant end of the ALU depending upon the width 
specified for the operation. Since the modified Booth algorithm 
requires a two-bit down-shift each cycle, these ALU bits 
generate the two most-significant bits of the partial product. 


The ALU is capable of shifting data down by two bits for the 
multiplication algorithm, up by one bit for the divide algorithm 
and _ single-bit-up-shifts. 


The processor is capable of performing BCD arithmetic on packed 
BCD operations. This logic generates nibble carries (BCD digit 
carry) from propagate and generates signals formed from the A 
and B operands. In order to simplify the hardware while maintain- 
ing throughput, the BCD add and subtract operations are per- 
formed in two cycles. In the first cycle, ordinary binary addition or 
subtraction is performed and BCD nibble carries are generated. 
These are blocked from affecting the result at this stage, but are 
saved in the status register to be used later for BCD correction 
(NC.-NC.). In the second cycle all BCD numbers are adjusted by 
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examining the previously generated nibble carries. Since all the 
necessary information is stored in the status register, the proces- 
sor can be interrupted after the first BCD cycle. 


Priority Encoder 


The priority encoder is provided to support floating-point arithmetic 
and some graphics primitives. The priority encoder takes up to 32- 
bits as input and generates a 5-bit wide binary code to indicate 
location of the most significant one in the operand. Input to the 
priority endcoder comes from the input multiplexer, which masks 
all bits that the user does not want to participate in the prioritization. 
The priority encoder supports 8, 16, 24, and 32-bit operations 
depending upon the byte width specified. For each data type the 
priority encoder generates the appropriate binary weighted code. 
For example, when a byte width of two is specified (|,- 1, = 10), the 
output of the encoder is zero when bit 15 is HIGH. However, if byte 
width of four is specified (1,- |, = 00), the output of the encoder is 
16 (decimal) if bit 15 is HIGH and bits 31 - 16 are LOW. Table 4 
shows the output for each data type. If none of the inputs are HIGH 
or the most significant bit of the data type specified is HIGH, then 
the output is zero. The difference between these two cases is 
indicated by the Z-flag of the status register which is HIGH only if 
all inputs are zero. 


Q-Register 


The Q-register holds dividend and quotient bits for division, 
and multiplier and product bits for multiplication. During 
division, the contents of the Q-register are shifted left, a bit at 
a time, with quotient bits inserted into bit 0. During multiplica- 
tion, the contents of the Q-register are shifted right, two bits at 
a time, with product bits inserted into the most-significant two 
bits (according to the selected byte width). The Q-register may 
be loaded from the A or B inputs and read onto the Y bus. 


Master-Slave Comparator 


Ail ALU outputs (except MSERR) employ three-state buffers. 
The master-slave comparator compares the input and output 
of each buffer. Any difference causes the MSERR signal to be 
made true. In Slave mode, all output buffers are disabled. 
Outputs from a second ALU may then be connected to the 
equivalent pins of the first. The comparator in the slave will 
then detect any difference in the results generated by the two. 
When the Y bus is three-stated by making Output-Enable 
false, the Y bus master-slave comparators are disabled. 


Parity Logic 


For each byte of the DA and DB inputs there is an associated 
parity bit (8 in all). If a parity error is detected on any byte, the 
Parity-Error signal is made true. Four parity signals (one per 
byte) are also generated for the Y bus outputs. EVEN parity is 
employed for the Am29332. 


Status Register 


All necessary information about operations performed in the 
ALU is stored in the 32-bit wide status register after every 
microcycle. Since the register can be saved, an interrupt can 
occur after any cycle. The status register can be loaded from 
either the A or B input of the chip and can be read out on the Y 
bus for saving in an external register file. For loading, the byte 
width indicates how many bytes are to be updated. The status 
register is only updated if the HOLD input is inactive. 


Each byte of the status register holds different types of 
information (see Figure 3). The least significant byte (bits 0 to 
7) holds eight position bits (PRo -PR7) for the data shifter. 


ual 
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The two most significant bits are not used. The next most 
significant byte (bits 8 to 15) holds the 5-bit width field 
(WRo - WRa) for the mask generator. The three most-signifi- 
cant bits of that byte (bits 13 to 15) are read-only bits that 
represent three different conditions extracted from the other 
bits of the status register. They are C+ Z, N ® V, and (N ® 
V) + Z for bits 13, 14 and 15 respectively. These bits can be 
read on the Yo pin by the extract-status instruction. The next 
byte contains all the necessary information generated by an 
ALU operation. The least-significant four bits (bits 16 to 19) 
hold carry, negative, overflow and zero flags. Bit 20 holds link 
information for single bit shifts and bits 21 and 22 are used by 


TABLE 4. 


Highest Priority Encoder 
Active Bit Output 


17 -Ig = 00 (32-bit) 
None 

31 

30 

29 

28 












l7-!g = 01 (8-bit) 
None 


\7-Ig = 10 (16-bit) 
None 
15 
14 
13 
12 


l7-Ig=11 (24-bit) 
None 

23 
22 
21 
20 


the multiply and divide instructions. The M flag holds the 
multiplier bit for the modified Booth algorithm or it holds the 
sign comparison result for the divide algorithm. The S flag 
holds the sign of the partial remainder for unsigned division. 
Both the flags (M and S) are provided as a part of the status 
register so that multiply and divide instructions can be inter- 
rupted at microinstruction boundaries. The most significant 
byte of the status register holds nibble carries for BCD 
arithmetic. Since BCD arithmetic is performed in two cycles, 
the nibble carries are saved in the first cycle and used in the 
second cycle. Since all the information is stored, BCD instruc- 
tions are also interruptible at the microinstruction boundary. 


( ' ! 
Statuso_7: Position Register 


[pry | Pre | prs | PRs | Ro | eRe | PR | PRO | 
7 6 5 4 3 2 1 0 


StatuSg_49: Width Register 
Status 43: C+Z 
Status ;4: N@V Read Only 
Status ,5: (N@V)+Z 

SIGNED } SIGNED | UNSIGNED 
15 14 13 12 11 10 9 8 
Status 46: Carry 
Status 47: Negative 
Status jg: Overflow 
Statusjg: Zero 
Statusg0: Link 
Status: Multiply (and divide) Bit 
Statuso9: Sign Flag 
Statuso3: 0 

pots |» [ejziyi{se| 

23 22 21 20 19 18 17 16 


Statuso4_31: Nibble Carries 
31 30 29 28 27 26 25 24 


Note: Overflow is defined as follows: 
V = (carry in to MSB) ® (carry out of MSB) 


Figure 3. ALU Status Register Bit Assignment 


Am29332 INSTRUCTION SET 


Data Types 
The Am29332 supports the following data types: 


1. Integer 
2. Binary-coded decimal 
3. Variable-length bit field 


The first two data types fall into the category of byte boundary 
aligned operands (Figure 4). The size of the operand could be 
1 byte, 2 bytes, 3 bytes or 4 bytes. All operands are least 
significant bit (bit 0) aligned. The byte width is determined by 
bits lg and |7 of the instruction as shown in Table 5. 


TABLE 5. 
Pe Ter 
I7 Bytes 
ea a 
oe ee 
a i a ee 


The third data type has operands of variable width (1 to 32 
bits) as shown in Figure 4. The operand is specified by width 
inputs (Wo —- Wa) and position inputs (Po - Ps). The position 
inputs indicate the least significant bit position of the operand. 
Depending on bits lg and I7 of the instruction, the width and 
position inputs can be selected from either the Status Register 
or the Width and Position Pins as shown in Table 6. 










7 0 


4 BYTES 


TBOOO0096 


Byte Boundary Aligned Operands 


31 p+ wel Pp p-1 0 


w-1 0 
TB000630 


Variable-Length Bit Field 


p = Bit displacement of the least significant field with re- 
spect to bit 0. 
w = Width of bit field. 


Figure 4. Data Types 
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TABLE 6. 


Unsigned 
-128 to +127 0 to 255 
-2'5 to 
+2'5_ 4 
- 223 to 2¢9_1 


Integer 
1 byte 8 bits 
2 bytes 16 bits 


3 bytes 24 bits 


wool to. Orta 


4 bytes 32 bits 
Numeric, 2 digits per byte. 
Most-significant digit may be 
used for sign. 

Dependent on position and 
width inputs. 


BCD 1 to 4 bytes 
(8 digits) 


Variable 1 to 32 bits 





Instruction Format 
The Am29332 has two types of Instruction Formats: 
1. Byte Boundary Aligned Instructions (FORMAT 1): 


Ig ly oy 'o 
TBO00098 


2. Variabie-Length Field Bit Instructions (FORMAT 2): 


lg ly ole lo 


5 0 


10 6 
wore] reson 


TBOO00099 


For instructions that allow a field to be shifted up or down, 
Po-Ps is a two's-complement number in the range -32 to 
+ 31 representing the direction and magnitude of the shift. For 
instructions that assume a fixed field position, Po - P4 repre- 
sent the position of the least-significant bit of the field and Ps 
is ignored. 
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Instruction Classification 
ALU instructions can be classified as follows: 
A. Byte Boundary Aligned Operand Instructions: 


1. Arithmetic 
— Binary, BCD 
~ Multiply steps 
- Division steps (single and multiple precision) 


2. Prioritize 
3. Logical 
4. Single-bit shifts 
5. Data movement 
B. Variable-Length Bit Field Operand Instructions: 
1. N-bit shifts and rotates 
2. Bit manipulations 
3. Field logical operations (aligned, non-aligned, extract) 
4. Mask generation 


Three-fourths of the ALU instructions apply to operands that 
are byte boundary aligned. For these instructions, two orthog- 
onal issues are the width of the operand (in bytes) and the 
contents of the high order unselected bytes on the Y bus. As 
mentioned earlier, the width of the operand is specified by lg 
and |7. With the exception of a few instructions, the unselected 
bytes are assigned values as follows: for single operand 
instructions, unselected bytes are passed unchanged from the 
source (A or B). For two operand instructions, unselected 
bytes are passed unchanged from the destination (B input). 


In the last quarter of the instruction set, the width of the 
operand is from 1 to 32 bits (based on the width input) for field 
operations, 32 bits for N-bit shift operations and 1-bit for bit- 
oriented operations. In the case of field-aligned and single-bit 
operands, the position bits (Po-P,4) determine the least 
significant bit of the operand. In the case of N-bit shifts and 
field non-aligned operands, the position bits Po — Ps is a 6-bit 
signed integer determining the magnitude and direction of the 
shift. 


Flags 
Byte-Aligned Instructions 
The zero flag always looks only at the selected bytes: 


Z ~- (Y and bytemask (byte width) = 0) 


Similarly, N < sign bit (Y, byte width), where the function 
"sign-bit’’ returns bit 7, 15, 23, or 31 of the first argument for 
byte widths 01, 10, 11, or 00 respectively. 


Also, C = carry (byte width) returns the carry from the 
appropriate byte boundary, and: 


V =< overflow (byte width) = (carry into MSB) ® (carry 
out of MSB) 


returns the overflow from the appropriate byte boundary. 


The link (L) flag is generally loaded with the bit moved out of 
the highest selected byte in the case of upshifts, or the bit 
moved out of the least significant byte for downshifts. Figure 5 
shows the shift operation using link bit. Other status flags have 
specialized uses, explained in the following sections. 


Shift Down: 





+—1, 2, 3, or 4 bytes —+ 


DF006190 


Figure 5. Upshift/Downshift Using Link Bit 


Variable-Length Field Instruction: 


Generally, only N and Z are affected. N takes the most- 
significant bit of the 32-bit result (i.e., N « Y31). Z detects 
zeros in the selected field of the result (ie., Z + (Y and 
bitmask (position, width) = 0)). 


Output Select 


The Register Status pin, RS, may be used to switch the C, Z, 
N, V, and L output pins between the direct output of the ALU 
and the outputs of the corresponding bits in the status register. 
If the direct status output is selected, then for instructions that 
do not affect a particular flag (e.g., carry for logical arithmetic) 
that output will reflect the state of its corresponding bit in the 
status register. Similarly, when the HOLD signal is made 
HIGH, the C, Z, N, V and L pins will be made equal to the 
contents of the status register, regardless of the RS input. 
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INSTRUCTION SET SUMMARY 


Operand Size: Variable Byte Width: 1, 2, 3, 4 Bytes 


Data Type 


e Increment by one, two, four 

e Decrement by one, two, four 

e Add, addc (carry = macro/micro) Binary Integer 

e Sub, subr and BCD 
Arithmetic e Subc, subrc (carry/borrow) 

e BCD sum and difference correct steps 

e Negate (two's complement) 

e Multiply steps (modified Booth) (Signed and unsigned) Binary Integer 

e Divide steps (non-restoring) 


Single-Bit e Upshift with 0, 1, link fill ; Le 
Shifts e Downshift with 0, 1, link, sign fill oll and OUD PI CcisiOn) 


e Zero extend 
Data e Sign extend 
hisvoment e Pass-status, Q-Reg 
e Load-status, Q-Reg 
e Merge 


Operand Size: 32 Bits 


Data Type 
we e Upshift by 0 to 31 bits with 0 fill 
te lat e Downshift by 1 to 32 bits with 0, sign fill Binary 
e Rotate by 0 to 31 bits 


Operand Size: Single Bit 


Data Type 


Bit e Extract 


e Set Binary 
Manipulation x Recet 

















Operand Size: Variable Length Bitfield: 1 to 32 sits 


Field Logical 
(aligned and 
non-aligned) 





Data Type 







@ Not, OR, XOR, AND, extract, insert 
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TABLE 6-1. DATA MOVEMENT INSTRUCTIONS 


Y | ¥ Output | 
Code Description 


Taenoexta | 00 | Zoro éwend | 0 [A | 

ce 

rsenexra [oo | ——=SSid Son | 

CMERGeAS | oe | Wee Awin | 8 | ANegeS 
oF i 


MERGEB-A Merge B with A B Merge A 


PASS-STAT Pass Status Register 
LDSTAT-A Load Status Register 


PASS-Q | 06 | Pass Q Register 


Note: 1. These instructions use the byte aligned instruction format (FORMAT 1). 





Legend: Unsel = Unselected Byte(s) 
Sel = Selected Byte(s) 

A =A Input 

B =B Input 

Q=Q Register 

+ = Updated only if byte width is 3 or 4 
* = Updated 

Examples: 
2, ZERO EXTB Pass lower two bytes of B to Y with zero fill on upper two bytes 


0, LOADQ-A Load all four bytes of A into Q Register pass updated Q Resistor to Y 
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TABLE 7. LOGICAL INSTRUCTIONS 


coda | _onsorpton [umes] ew Le [wf] 2 [vale 


| NOTA | 08 | One's Complement 
NoTB | 09 | Le 


XNOR 


Note: 1. These instructions use the byte aligned instruction format (FORMAT 1). 


AND 





Legend: Unsel = Unselected Byte(s) 
Sel = Selected Byte(s) 


A=A Input 

B =B Input 

Q=Q Register 
* = Updated 

Examples: 
2, NOT-A Complement low order two bytes of A and output to Y with 
high order two bytes of A uncomplemented. 
1, AND AND first byte of A and B. Output to Y with high three 


bytes of B. 
TABLE 8-1. SINGLE-BIT SHIFT INSTRUCTIONS (SINGLE PRECISION) 


ee 
code | desertion [uncer] sets [w]e lz |v] wo. 


Doanahit,Zeo FH | A | W=AsnYnn=o| | [1] [| 


| = . 7 — 
DN1-1F-A i ; i Yj = Aj + 1; Ymsb = 1 
Downshift, Link Fill 














DN1-LF-B ¥;=Bi a1, Ymsb =L 


x 
= 
i 
= 
be 
| Yie Ait Yep =N | 
PYi= Bist Ymsb=N | 
iS 

Y Le 
_ 

a 

im 

ae 


DN1-AR-A 
DN1-AR-B 
UP1-OF-A 
UP1-0F-B 
UP1-1F-A 
UP1-1F-B 


DN1-1F-B Yi =Bi +4, Ymsb = 1 
Downshift, Sign Fill 


DN1-LF-A Yi =Ai+1, Ymsb =L 
Upshift, Zero Fill 


c= 

i 

Y, = 

Y,=Ai-1, Yo=1 

p= 
i= 
= 


Y¥, = Bj_-41, Yo=1 


24 A 
25 
28 A 

29 
2C A 

2D 
30 A 

31 

34 Upshift, One Fill A 
ee 
UP1-LF-A 38 | Upshift, Link Fill A 


Note: 1. These instructions use the byte aligned instruction format (FORMAT 1). 








Example: 
2, UP1-1F-A Shift lower two bytes of A up one bit. Set LSB to 1. Fill 
unselected bytes to upper two bytes of A. 


1-9 
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TABLE 8-2. SINGLE-BIT SHIFT INSTRUCTIONS (DOUBLE PRECISION) 


¥ Output &@ Register | Status 
Code | __ Description Selected Bytes | s | m| it | z |v iN | co. 


Ce 
Meese yf ft lok 
DN1-1F-AQ Downshift, One Fill 


a 3 = 
) 
ee ; 
DN1-AR-AQ Downshift, Sign Fill 
ee 
i 2 










2 
2 
2 










UP1-0F-AQ 
UP1-0F-BQ 
UP1-1F-AQ 
UP1-1F-BQ 


) 
DN1-AR-BQ 
Upshift, Zero Fill 
ee ee 
Upshift, One Fill 
ee eee 
UP1-LF-AQ Upshift, Link Fill 


Notes: 1. These instructions use the byte aligned instruction format (FORMAT 1). 
2. Y Unselected byte from A, Q Unselected byte unchanged. 
3. Y Unselected byte from B, Q Unselected byte unchanged. 


26 
27 

A 

B 

E 
2F 
32 
33 
36 
37 
3A 
3B 












Legend: Unsel = Unselected Byte(s) 
Sel = Selected Byte(s) 
A=A Input 
B=B Input 
Q=Q Register 
* = Updated 


Example: 
0, DN1-AR-BQ Shift 64 bits (all 32 bits of both B and Q) 
down by one bit. LSB of B fills MSB of Q. 
MSB of B set to sign bit (bit N of status register). 


E B (32 bits) Q (32 bits) 





sign bit link status bit 
3, UP1-LF-AQ Shift 48 bits (24-bits of A and 24-bits of Q) 
up by one bit. MSB of 24-bit Q fills LSB of A. 
MSB of 24-bit A sets link status bit. LSB of 
Q is filled with original link value. 
W/Z) ® (24 bits) V/4/A Q (24 bits) 






DFO06200 
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TABLE 9. PRIORITIZE INSTRUCTIONS 


a ee ¥ Output ps|ui{etzivin|eo 


Cie eee 
rerio [00 pee ee 


Notes: 1. These instructions use the byte aligned instruction format (FORMAT 1). 
2. Priority also loaded into STATUS <7:0> 
3. Refer to Table 4. 








Legend: A=A Input 
B=B Input 
Q=Q Register 
= Updated 
Example: 
3, PRIOR-A Value placed on Y is 2 


t 


Assume A is 01001011 00100010 00000000 00000000 


TABLE 10-1. ARITHMETIC INSTRUCTIONS 


ode ee Is{m{ujz{vinic | 
= 

12 Increment by One 

= pmeor 


Oo 


ak SY seeks, | 
Om} w 


= 
© 
> 
| 
— 


— 
_ 


108) 
| 
—_ 


be 
BN 
> 
| 
ae) 


a 
on 





DO] >| 
l 1 | 
& i; Ri PM 


INCR4-A 
INCR4-B 
Decrement by One 
DECR2-A Decrement by Two 
DECR2-B 
2. Borrow, rather than carry, is generated if BOROW is HIGH (borrow = carry). 
3. Nibble bits are set by these instructions. NEG-A (or NEG-B) and DIFF-CORR may be used to 


INCR2-A Increment by Two 
DECR-A 
DECR4-A 18 Decrement by Four 
DECR4-B 
form 10's complement of a BCD number. Use SUM-CORR (for increment) or DIFF-CORR (for 


INCR2-B 
Increment by Four 
DECR-B 
Notes: 1. These instructions use the byte aligned instruction format (FORMAT 1). 
decrement) to increment or decrement a BCD number. 


Legend: Unsel = Unselected Byte(s) 
Sel = Selected Byte(s) 
A= A Input 
B=B Input 
Q=Q Register 
* = Updated 


Example: 
2; DECR4-A Decrement lower two bytes of A by 4 
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TABLE 10-2. ARITHMETIC INSTRUCTIONS 


[vow [sane 
code] oeserpion [ume] fell lelv[nle. 


FE Oe 
rapoe (| aa Ada wits Gary [8 farere a | PI PPP 


Subtract 


a ee Ree 
|B B+At1 
saree 38 
SEMI EIEESEIEL 
Correct BCD Nibbles 
B 
Lee 


SUBR 
SUBC 


SUBRC 


Subtract with Carry 


SUM-CORR-A 
SUM-CORR-B 
DIFF-CORR-A 
DIFF-CORR-B 


Notes: 1. These instructions use the byte aligned instruction format (FORMAT 1). 

2. BOROW is LOW. For subtract operations, a borrow rather than a carry is stored in STATUS if BOROW is HIGH. 
Carry is always generated for ADD regardless of BOROW. 

3. First, the nibble carries NCo~-NC7 are tested. Any nibble carry/borrow that is set to 1 generates ''6"’ internally as 
a correction word and then the correction word is added (SUM-CORR- ) or subtracted (DIFF-CORR- ) from the 
operand. NCg-NC7 are not affected by this operation. 

4. Use SUM-CORR or DIFF-CORR to add or subtract a BCD number. 

5. Use ADDC, SUBC, or SUBRC to perform operations on integers longer than 32 bits. 

6. Carry bit is obtained from MCin if M/m is HIGH. Otherwise, carry is obtained from the C status bit. 


for Addition Corrected B 


Correct BCD Nibbles Corrected A 


for Subtraction 


Legend: Unsel = Unselected Byte(s) 
Sel = Selected Byte(s) 
A=A Input 
B=B8 Input 
Q=Q Register 


* = Updated only if byte width is 3 or 4 


Example: 


0, ADD Add two 32-bit two's-complement integers 
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TABLE 11-1. DIVIDE INSTRUCTIONS (Aligned Format) 


le—lo Unselected 
Code Description Bytes Is/m|ufzivinic| 


Signed Divide Steps 


[Sioned Ove Steps —OSCSC~“s*s*S*s~“‘—*“—s*~“‘“‘S~SSSOSOSOSCSC‘“‘“‘CS*S*SSSSOSCSCSCSCSCSCSC‘C~*S 
Tsoweinst | 4€ | Frat ration for Sone Dwwe SST OP 
Tsoverer | 50 | herate Step (@bis-1 time SiS Pv 
SOLAS yee PELE 
SOILASTS Pe eee 


Unsigned Divide Steps 
First Instruction for Unsigned Divide Te | va lll 














UDIVFIRST 


UDIVSTEP iterate Step (#bits - 1 times) 
Multiprecision Divide Steps 
Powe 


MPUDIVSTP3 


Used for Unsigned Divide 
Correction Steps 


REMCOAR | 58 | Correct Remainder After Dvide | BY ET 
quocorr | 59 | Correct Quotient after Divide BY 















or | armen | Samet| “Set |prw | op | wat» 
ce 
owe_s[ 
ce 
ce aan 
coowr ft 
Coon [ 
Ceowr[ 


Note: Divisor in A, Dividend in A 
Quotient in Q, Remainder in B 





Legend: A=A Input 

B =B Input 
S = Status Register 
Q=Q Register 

R1 = Quotient 

R2 = Dividend 

R3 = Remainder 

R4 = Divisor 


1-13 
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TABLE 12-1. MULTIPLY INSTRUCTIONS (Aligned Format) 


Ig -1 Unselected 
Code Description pie . is|[mitiz{vinic 
Signed Multiply Steps 
i 


Pswurinst [5 F | Frat many newcion —S—C~isSC~*t SiS” 
Psmurster [Se | trate sep (wois/2- ise ——s«dY ® —<dY TT TP 


Unsigned Multiply Steps 
Pumuirinst [| 58 | Frstmutipy nsincion SST SST SU OT TTT 
Fumuster | 50 | terate stop (#bis/2-isiep S| | YT TT 

Recess 


UMULLAST Last multiply instruction PBT YM 


TABLE 12-2. EXAMPLE CODING FORM (Unsigned Multiply) 


Cc 
or | oxanen | Sees | Set [ow | or | wa | roaton | am | oan | vour | oF. 
a a 
A 


ULMULFIRST 


ae ee Fe a aaa ee ee 
pT 8 fuMuster | Te os | | 
[eee een (ca) re ee 
eer ae Ee LE sige et die et we ey 



































Am29332 Y-Out 





UMULLAST 
PASS-Q 





Note: 1. Put ALU output in B. 
2. Multiplicand in A, Multiplier in Q 
Product (HIGH) in B, Product (LOW) in Q 


Legend: A=A Input 

B =B Input 
S = Status Register 
Q=Q Register 

R1 = Multiplier 

R2 = Multiplicand 

R3 = Product (HIGH) 

R4 = Product (LOW) 
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TABLE 13. SHIFT/ROTATE INSTRUCTIONS 


eet ee ae 


ieeO OT] iy (| 
Yi = Bi -pymoas2 


Notes: 1. These instructions use the field instruction format (FORMAT 2). 
2. ''p' stands for bit displacement from Po-Ps5 or from PRo-PRs5s (-32 <p S31). 
If p is positive, Yp_14 to Yo are equal to the fill bit. 
If p is negative, Y31 to Y31+p+1 are equal to the fill bit. 
3. The sign of the position input is ignored for this instruction and Po-P, are treated as a positive magnitude for a 
circular upshift. 





— 





=s 
+ 
TD 

| 
@ 
= 





Legend: A=A Input Q=Q Register 
B =B Input * = Updated 
Examples: * 
NB-OF-SHA,,4 Shift A up 4 bits and zero fill 


NB-OF-SHB,,-17 Shift B down 17 bits and sign fill 


*Width field not used 


TABLE 14-1. BIT-MANIPULATION INSTRUCTIONS 


a ee ee ane ce 
ne | 


[serena | 68 | ot Se vem v=? 11 Tt 


A 
A 


RSTBIT-A 6A Bit Reset 
RSTBIT-B 


Yj = Aj, Yp =0 


EXTBIT-A Bit Extract if p>0, Yo=Ap 2) 
if p< 0, Yo=Ap 
EXTBIT-B 67 if p>0, Yo = Bp 2) 


EXTBIT-STAT tE if p>0, Yo = Sp 2) 





Notes: 1. These instructions use the field instruction format (FORMAT 2). 


2. Y31 to Y; are set to zero. ''p'’ stands for the bit displacement from Po-P4 or from PRo- PRs. The sign of the position input is 
ignored. 


TABLE 14-2. BIT-MANIPULATION INSTRUCTIONS 


Sandie | Code Status Register| Y Output 





SETBIT-STAT Status Bit Set Sp 


Notes: 1. These instructions use the Field instruction format (FORMAT 2). 
2. ''p' stands for the bit displacement from Pg-Ps or from PRo - PRs. 


Examples: 


Legend: Unsel = Unselected field Q=Q Register 
Sel = Selected field * = Updated 
A =A Input 
B =B Input 
RSTBIT-B,,3 3rd bit is set to 0 in B 
EXTBIT-STAT,,-4 4th bit in status register is extracted and 
inverted. 
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Alianed Fields 





LD000140 


Non-Aligned Fields Case 1: 






if position (P9-Ps5) 2 0, A is LSB aligned 
Width (Wo -W,) = 1 to 32 


LD000151 


Non-Aligned Fields Case 2: 
le— W —rl<- P-»| 


¥: 


If position (Py-Ps) < 0, B is LSB aligned 
Width (Wg-W,) = 1 to 32 
LD000161 


Figure 6. Field Logical Operations 





PASSF-A 


TABLE 15. FIELD LOGICAL INSTRUCTIONS 


PASSF-AL-A Field Pass |B 
PASSF-AL-B 


72 


NOTF-AL-A Field Complement 
NOTF-AL-B 


res 


ORF-AL-A 
ORF-A 


XORF-AL-A 
XORF-A 


ANDF-AL-A 
ANDF-A 


EXTF-A 


EXTF-B 


EXTF-AB 
EXTF-BA 


2.p<ix<p+w-i. "p” 


| 75 | Field OR 3) 
a ; 
ae Field XOR 3) 
a ; 
| 79 | 


Field Extract 4) 5) 


Notes: 1. These instructions use the field instruction format (FORMAT 2). 


74 

77 

76 

79 Field AND 3) 
: 

7C 

7D 


Y Output 


poset simi zy |i: 
=A PERCE oe 


if p20 Vis Aiap 


if p<0, Yiu 


if p20, Y;= 


Ai-p XOR Bj 


if p <0, Yi- jp = Ai XOR Bi — ip 


if p20, Yi=Aji-p AND B; 


rip Oy Yio 





=A; AND Bj_ 
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stands for position displacement from Po-Ps5 or from PRg-PRs5 and ''w" for the width of the bit fieid 


from Wo - W,4 or WRo-WRa. Whenever p + w > 32, operation takes place only over the portion of the field up to the end of 
the word. No wraparound occurs. 


(oe) 


. This instruction 
4. This instruction 
p 20: Case 1 
p <0: Case 2 


uses the aligned format (see Figure 6). 
uses the unaligned field format (see Figure 6). 


5. If p is positive, the input is LSB aligned and Y output aligned at position. 
If p is negative, the input is aligned at |p| and Y output at LSB. 

6. Firstly, the concatenation of A(High Word) and B(Low Word) is rotated by the amount specified by the position (p). If p is 
positive, left-rotate is performed. If p is negative, right-rotate is performed. Secondly, the least significant bits on the Y output 
specified by the width (w) are extracted. 

7. Same as 6) except that B input is taken as a high word and A input as a low word. 


Legend: Unsel = Unselected Field Q=Q Register 
Sel = Selected Field * = Updated 
A=A Input 
B = 8 Input 


For all examples, assume STATUS (7:0) is ~7 and STATUS (12: 8) is 3. 


1. 0,PASSF-AL-B, 11,20 


Pass B to Y and test if Bag to B30 
are all zero. Set Z status if so. 


8; 10000000000000000101011100110100 


Z set to 1 in this case 


2. 3,XORF-A,, 


A: 01101 
B: 00011 


Ag-7@ Bo-o =Y: 00011 


Exclusive-OR bits A7~Ag with bits 
Bo - Bo and output to Yo - Yo. Pass 
B3 - B31 to Y3 -— Y31. Width and po- 
sition values are obtained from STA- 
TUS(12 : 0). 


11000100100001011|10011101011 
10000101000110010100100 1001 


100001010001100101001001{101] 
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TABLE 16. MASK INSTRUCTION 


[vou [sae 
menate | cae | emeane ba (ete Tee epee 
passmask | 7F | Generate Mask | pp [ vi-te | | [| 1 1 


Notes: 1. This instruction uses the field instruction format (FORMAT 2). 
2.p<i<p+w-1. ''p” stands for the position displacement and ‘'w'"' for the width of bit field. 











Legend: Unsel = Unselected Field 
Sel = Selected Field 
A=A Input 
B=B Input 
Q=Q Register 
* = Updated 


Example: 


0, PASS-MASK, 8, 10 


ZERO-EXTA 
ZERO-EXTB 
SIGN-EXTA 
SIGN-EXTB 
PASS-STAT 
PASS-Q 
LOADQ-A 
LOADQ-B 
NOT-A 
NOT-B 
NEG-A 
NEG-B 
PRIOR-A 
PRIOR-B 
MERGEA-B 
MERGEB-A 


DECR-A 
DECR-B 
INGR-A 
INCR-B 
DECR2-A 
DECR2-B 
INCR2-A 
INCR2-B 
DECR4-A 
DECR4-B 
INCR4-A 
INCR4-B 
LDSTAT-A 
LDSTAT-B 


Generates an 8-bit field mask pattern starting from bit position 10. 


31 


18 


INSTRUCTION SET GLOSSARY 


DN1-1F-B 
DN1-1F-AQ 
DN1-1F-BQ 
DN1-LF-A 
DN1-LF-B 
DN1-LF-AQ 
DN1-LF-BQ 
DN1-AR-A 
DN1-AR-B 
DN1-AR-AQ 
DN1-AR-BQ 


UP1-0F-A 
UP1-0F-B 
UP1-0F-AQ 
UP1-0F-BQ 
UP1-1F-A 
UP1-1F-B 
UP1-1F-AQ 
UP1-1F-BQ 
UP1-LF-A 
UP1-LF-B 
UP1-LF-AQ 
UP1-LF-BQ 
ZERO 


(Sorted by Opcode in Hex Notation) 


SUM-CORR-A 
SUM-CORR-B 
DIFF-CORR-A 
DIFF-CORR-B 


SDIVFIRST 
UDIVFIRST 


SDIVSTEP 
SDIVLAST 1 
MPDIVSTEP1 
MPSDIVSTEP3 
UDIVSTEP 
UDIVLAST 
MPDIVSTEP2 
MPUDIVSTP3 
REMCORR 
QUOCORR 
SDIVLAST2 
UMULFIRST 
UMULSTEP 
UMULLAST 
SMULSTEP 
SMULFIRST 


0 


SPREE ONO 


NB-SN-SHA 
NB-SN-SHB 
NB-OF-SHA 
NB-OF-SHB 
NBROT-A 
NBROT-B 
EXTBIT-A 
EXTBIT-B 
SETBIT-A 
SETBIT-B 
RSTBIT-A 
RSTBIT-B 
SETBIT-STAT 
RSTBIT-STAT 
NOTF-AL-B 
PASSF-AL-B 


NOTF-A 
NOTF-AL-A 
PASSF-A 
PASSF-AL-A 
ORF-A 


XORF-A 
XORF-AL-A 


EXTBIT-STAT 
PASS-MASK 
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ADD 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


ADD 


Addition 


Binary addition in 2’s complement. 

ZN C Vem s 

Z  Setif result equals zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 

C Set if carry is generated. Cleared otherwise. 

V Set if an arithmetic overflow occurs. Cleared otherwise. 
STATUS <31:24> « BCD nibble carry 

42 


Byte-width selects the number of least-significant bytes of A and B that 
participate in an arithmetic addition whose result is output on the Y bus. 
Unselected high bytes of the Y bus contain corresponding bytes of B, 
unaltered. Status is defined for the selected least-significant bytes only. 


1. Carry is generated regardless of the state of borrow-mode. 


2. Status bits 31 to 24 are loaded with inter-nibble BCD carries for ADD. The 
SUM-CORR instruction must then be used to add BCD numbers. 


2-1 


ADDC 


2-2 


Purpose: 


ADDC 


Addition With Carry 


To perform binary addition in 2’s complement on integers longer than 32 
bits. Also, provides the hooks for emulation of multiprecision macroin- 
structions via the MACRO CARRY input. 


Status Generated: |Z N C VLoMm_ s 


Opcode, |: 


Description: 


Notes: 


Set if result equals zero. Cleared otherwise. 
Set if result is negative. Cleared otherwise. 


Set if carry is generated. Cleared otherwise. 


< O 2 N 


Set if an arithmetic overflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble carry 
43 


Byte-width selects the number of least significant bytes of A and B that 
participate in a multiprecision arithmetic addition whose result is output on 
the Y bus. Unselected high bytes of the Y bus contain corresponding bytes 
of B, unaltered. Status is defined for the selected least- significant bytes 
only. 


1. Carry is generated regardless of the state of borrow-mode. 


2. AHIGH on the MACRO input selects the MACRO-CARRY input instead 
of the C flag of the (micro) status register as the carry-in for ADDC. This 
allows an external carry flip flop to be selected for macro-instruction 
emulation. 


3. Status bits 31 to 24 are loaded with inter-nibble BCD carries for ADDC. 
The SUM-CORR instruction must then be used to add BCD numbers. 


4. When performing multi-precision BCD arithmetic, a SUM_CORR must 
be performed after each add instruction. 


AND 


Purpose: 


Status Generated: 


Opcode 


16° 
Description: 


AND 


Logical And 


To compute a logical AND of two integers of a given byte- width. 
ZN c vem _ s§s 

Z  Setif result of AND operation equals zero. Cleared otherwise. 
N  Setif MSB of selected bytes equals one. Cleared otherwise. 
40 


Byte-width selects the number of least-significant bytes of A and B that 
participate in a logical AND operation whose result is output on the Y bus. 
Unselected high bytes of the Y bus contain corresponding bytes of B, 
unaltered. Status is defined for the selected least-significant bytes only. 


2-3 





ANDF-A 


2-4 


Purpose: 


Status Generated: 


Opcode. |: 


Description: 


Notes: 


ANDF-A 


And Field in A with B 


To perform a logical AND operation between a field in A and a field in B. 
ZN cevt. Ms 


Z Set if result of AND operation is zero. Cleared otherwise. 
N  Setif Y,, is a one. Cleared otherwise. 
78 


When the position input is positive, the LSB-aligned field in A is upshifted 
to align it with the field in B starting at the bit specified by position. When the 
position input is negative, the field in A starting at the bit specified by the 
two’s complement of position is rotated right to align it with the LSB-aligned 
field in B. A logical AND operation then takes place between the field in A 
and the field in B, up to the wiath specified by the wiath field and the resulting 
field appears on the Y bus, LSB-aligned in the case that position was 
negative, or starting at the bit specified by position, in the case that position 
was positive. The remaining bits of Y pass corresponding bits of B 
unaltered. The Z flag is set according to the contents of the selected field. 
However, the N flag is set according to the most significant bit of Y. 


1. AHIGH on the [8 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the I7 input selects the width inputs from the status register 
(STATUS <12:8>); a LOW selects the direct width <4:0> input pins. 


3. For position <0, Ais rotated rather than shifted right. Therefore, ifthe sum 
of position and width exceeds 32, bits rotated around from the low-order 
end A will be selected. 


ANDF-A ANDF-A 


And Field in A with B 


Notes: 4. For p> 0, a width of 0 specifies the entire field to the left of position. 


e.g., p=03; w=0 

A = O111 0010 0001 0101 0001 1000 0000 1111 = ?215180F 
Al= 1001 0000 1010 1000 1100 0000 0111 1xxx 

B = 1000 1111 1100 1110 0001 0011 0111 0010 = 8FCE1372 





Y = 1000 0000 1000 1000 0000 O000 O111 0010 = 8O0BBO0r2 


For p<0, a width of 0 specifies the entire 32 bit field. 


€.g., p=3C; w=0 

A = 0111 0010 0001 0101 0001 1000 0000 1111 = 7215180F 
A'= 1001 0000 1010 1000 1100 OO00 O111 1xxx 

B = 1000 1111 1100 1110 0001 0011 0111 0010 = 8FCE1372 
Y = 1000 0000 1000 1000 0000 OO00 0111 0010 = 80880072 





ANDF-AL-A ANDF-AL-A 


And Aligned Fields in A & B 


Purpose: To perform a logical AND operation between aligned fields in A & B. 


Status Generated: |Z N ceoviL. M 6S 


Z Set if result of AND operation is zero. Cleared otherwise. 
N Set if Y,, is a one. Cleared otherwise. 


Opcode 79 


16° 
Description: Alogical AND operation is performed between the fields in A and B starting 
at the LSB specified by the position input and of the specified width. The 
resulting field appears onthe Y bus atthe same position. The remaining bits 
of Y pass corresponding bits of B unaltered. The Z flag is set according to 
the contents of the selected field. However, the N flag is set according to 
the most significant bit of Y. 


Notes: 1.AHIGHonthe I|-8input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the I-7 input selects the width inputs from the status register 
(STATUS <12:8>); a LOW selects the direct width <4:0> input pins. 


3. A width of 0 specifies the entire field to the left of position. 


4. The MSB of the position inputs is ignored. 


2-6 


DECR-A 


Purpose: 


DECR-A 


Decrement A by 1 


To do arithmetic on pointers. 


Status Generated: |Z N C Vo.4LomMmM 5s 


Opcode, |: 


Description: 


Notes: 


Z Setif result equals zero. Cleared otherwise. 
N  Setif result is negative. Cleared otherwise. 

C  EX-OR of Carryout & BORROW-MODE. 

V Set if underflow occurs. Cleared otherwise. 

STATUS <31:24> « BCD nibble borrows. 

10 


A is decremented by 1. Unselected high bytes of A are passed onto the Y 
bus. Status is defined for selected least- significant bytes only. 


1. A HIGH on the BORROW-MODE pin causes a borrow to be generated, 
whereas a LOW causes a carry to be generated. 


2. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for DECR. 
The DIFF-CORR instruction must then be used to decrement a BCD 
number. 


aad 


DECR2-A 


Purpose: 


DECR2-A 


Decrement A by 2 


To do arithmetic on pointers. 


Status Generated: |7 N C Vit M Ss 


Opcode, |: 


Description: 


Notes: 


Z  Setif result equals zero. Cleared otherwise. 
N  Setif result is negative. Cleared otherwise. 
C  EX-OR of Carryout & BORROW-MODE. 

V Set if underflow occurs. Cleared otherwise. 
STATUS <31:24> « BCD nibble borrows. 

14 


Ais decremented by 2. Unselected high bytes of A are passed to the Y bus. 
Status is defined for selected least- significant bytes only. 


1. AHIGH on the BORROW-MODE pin causes a borrow to be generated, 
whereas a LOW causes a carry to be generated. 


2. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for DECR. 
The DIFF-CORR instruction must then be used to decrement a BCD 
number. 


DECR4-A 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


DECR4-A 


Decrement A by 4 


To do arithmetic on pointers. 
ZN C V.-t ms 


Z  Setif result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of Carryout & BORROW-MODE. 

V Set if underflow occurs. Cleared otherwise. 
STATUS <31:24> « BCD nibble borrows. 

18 


A is decremented by 4. Unselected high bytes of A are passed on to the 
Y bus. Status is defined for selected least- significant bytes only. 


1. AHIGH on the BORROW-MODE pin causes a borrow to be generated, 
whereas a LOW causes a Carry to be generated. 


2. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for DECR. 
The DIFF-CORR instructions must then be used to decrement a BCD 
number. 


2-9 


DECR-B 


Purpose: 


DECR-B 


Decrement B by 1 


To do arithmetic on pointers. 


Status Generated: |Z N C VeLmMm 8s 


Opcode, |: 


Description: 


Notes: 


2-10 


Z  Setif result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of Carryout & BORROW-MODE. 


V Set if underflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble borrows. 
11 


B is decremented by 1. Unselected high bytes of B are passed onto the Y 
bus. Status is defined for selected least- significant bytes only. 


1. AHIGH on the BORROW-MODE pin causes a borrow to be generated, 
whereas a LOW causes a Carry to be generated. 


2. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for DECR. 
The DIFF-CORR instruction must then be used to decrement a BCD 
number. 


DECR2-B 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


DECR2-B 


Decrement B by 2 


To do arithmetic on pointers. 

ZN C Vt om = s 

Z Set if result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of Carryout & BORROW-MODE. 


V Set if underflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble borrows. 
15 


B is decremented by 2. Unselected high bytes of B are passed onto the Y 
bus. Status is defined for selected least- significant bytes only. 


1. AHIGH on the BORROW-MODE pin causes a borrow to be generated, 
whereas a LOW causes a carry to be generated. 


2. Status bits 31 to 24 and loaded with inter-nibble BCD borrows for DECR. 
The DIFF-CORR instruction must then be used to decrement a BCD 
number. 


DECR4-B 


Purpose: 


DECR4-B 


Decrement B by 4 


To do arithmetic on pointers. 


Status Generated: |Z N C VLMm_=s 


Opcode, |: 


Description: 


Notes: 


Z  Setif result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of Carryout & BORROW-MODE. 

V Set if underflow occurs. Cleared otherwise. 
STATUS <31:24> « BCD nibble borrows. 
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B is decremented by 4. Unselected high bytes of B are passed onto the Y 
bus. Status is defined for selected least- significant bytes only. 


1. AHIGH on the BORROW-MODE pin causes a borrow to be generated, 
whereas a LOW causes a carry to be generated. 


2. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for DECR. 
The DIFF-CORR instruction must then be used to decrement a BCD 
number. 


DIFF-CORR-A DIFF-CORR-A 


Purpose: 


BCD Difference Correct A 


To correct for BCD operations after execution of NEG, DECR, or 
SUB(RAC) instructions. 


Status Generated: |Z N C VL M 8s 


Opcode, -: 


Description: 


Notes: 


Z Set if result equals zero. Cleared otherwise. 
N Set if MSB of result equals one. Cleared otherwise. 


C  EX-NOR of most significant NIBBLE BORROW and BORROW- 
MODE. 


V _EX-OR of two most significant NIBBLE BORROW’s based on byte- 
width. 


4A 


Byte-width selects the number of least-significant nibble- pairs of A that are 
corrected before being output on the Y bus. Unselected high bytes of Y 
contain corresponding bytes of A unaltered. 


A 32-bit correction word is formed as follows: A field of 8 nibbles (32 bits) 
is set to zero. The nibble borrows NC7-NCO are then tested. Any nibble 
borrow that is set to 1 causes a 6 (0110) to be placed in its corresponding 
nibble position in the correction word. The correction word is then sub- 
tracted from the operand. The nibble borrow flip-flops themselves are not 
affected by this operation. Status is defined for the selected least 
significant bytes only. 


1. DIFF-CORR is used after NEG, DECR, SUB, SUBR, SUBC or SUBRC. 


2. The definition of negative and overflow flags assumes that one leading 
sign-digit is appended to odd lengths to form an even length string (the 
definition of overflow is not useful for odd length signed strings). A digit of 
O represents a positive sign and a digit of 9 represents a negative sign in 
ten’scomplement. The N flag is set if the most-significant bit of the operand 
selected by byte- width is 1. The overflow is defined as the exclusive-OR 
of the borrow-in and borrow-out of the most-significant nibble (available 


2-13 


DIFF-CORR-A 


Notes: 


DIFF-CORR-A 


BCD Difference Correct A 


from the nibble-carry register), as defined by byte-width. The sign nibble of 
the result is always either 0 or 9, except when an overflow occurs, when it 
becomes either 1 or 8 respectively. Refer to appendix A. 


3. The carry flag is loaded from the appropriate nibble- borrow flag, as 
defined by byte-widcth. 


4. Subtraction can use carry/borrow arithmetic as described for SUB under 
control of the BORROW-MODE. 


DIFF-CORR-B DIFF-CORR-B 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


BCD Difference Correct B 


To correct for BCD operations after execution of NEG, DECR, or SUB 
(RAC) instructions. 


ZN C VceeeoMm s 


Z  Setif result equals zero. Cleared otherwise. 
N  Setif MSB of result equals one. Cleared otherwise. 


C  EX-NOR of most significant NIBBLE BORROW and BORROW- 
MODE. 


V_EX-OR of two most significant NIBBLE BORROW’s based on byte- 
width. 


4B 


Byte-width selects the number of least-significant nibble- pairs of B that are 
corrected before being output on the Y bus. Unselected high bytes of Y 
pass corresponding bytes of B unaltered. 


A 32-bit correction word is formed as follows: A field of 8 nibbles (32 bits) 
is set to zero. The nibble borrows NC7-NCO are then tested. Any nibble 
borrow that is set to 1 causes a 6 (0110) to be placed in its corresponding 
nibble position in the correction word. The correction word is then sub- 
tracted from the operand. The nibble borrow flip-flops themselves are not 
affected by this operation. Status is defined forthe selected least significant 
bytes only. 


1. DIFF-CORR is used after NEG, DECR, SUB, SUBR, SUBC, or SUBRC. 


2. The definition of negative and overflow flags assumes that one leading 
sign-digit is appended to odd length to form an even length string (the 
definition of overflow is not useful for odd length signed strings). A digit of 
O represents a positive sign and a digit of 9 represents a negative sign in 
ten’s complement. The N flag is set if the most-significant bit of the operand 
selected by byte- width is 1. The overflow is defined as the exclusive-OR 
of the borrow-in and borrow-out of the most-significant nibble (available 
from the nibble-carry register), as defined by byte-width. The sign nibble of 
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DIFF-CORR-B 


2-16 


Notes: 


DIFF-CORR-B 


BCD Difference Correct B 


the result is always either 0 or 9, except when an overflow occurs, when it 
becomes either 1 or 8 respectively. Refer to Appendix A. 


3. The carry flag is loaded from the appropriate nibble- borrow flag, as 
defined by byte-width. 


4. Subtraction can use carry/borrow arithmetic as described for SUB under 
control of the BORROW-MODE. 


DN1-OF-A 


Purpose: 


Status Generated: 


Opcode 


16° 
Description: 


DN1-OF-A 


Downshift A by 1 Bit, Zero Fill 


Downshift A by one bit, zero fill. 

ZN cvLkho™=_=s 

Z  Setif result is zero. Cleared otherwise. 
N Reset always. 

L LSBofA moved toL 

20 


Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with zero shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
The L flag gets the least significant bit of A. Status is defined for selected 
least-significant bytes only. 
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DN1-0F-AQ DN1-OF-AQ 


Downshift A, Q by 1 Bit, Zero Fill 


Purpose: Double precision downshift A, Q by one bit. Zero fill. 


Status Generated: 


Z Setif result is zero. Cleared otherwise. 
N Reset always. 
L LSB of Q moved to L. 


Opcode 22 


16° 
Description: Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with zero shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
Byte-width also selects the number of least-significant bytes of Q that are 
shifted down by one bit with the least significant bit of A as the fill bit. 
Unselected high bytes of Q are not affected. The L flag gets the least 
significant bit of Q. Status is defined for selected least-significant bytes only. 


DN1-0F-B 


Purpose: 


Status Generated: 


Opcode 


16° 
Description: 


Downshift B by 1 Bit, Zero Fill 


Downshift B by one bit, zero fill. 

ZN cvLo_=s 

Z  Setif result is zero. Cleared otherwise. 
N Reset always. 

L LSB ofB moved to L. 
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DN1-0F-B 


Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with zero shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
The L flag gets the least significant bit of B. Status is defined for selected 


least-significant bytes only. 


2-19 





DN1-0F-BQ 


2-20 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


DN1-O0F-BQ 


Downshift B, Q by 1 Bit, Zero Fill 


Double precision downshift B, Q by one bit. Zero fill. 
ZN c vLoM_=s 

Z  Setif result is zero. Cleared otherwise. 

N Reset always. 

L LSBofQ moved to L. 

23 


Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with zero shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
Byte-width also selects the number of least-significant bytes of Q that are 
shifted down by one bit with the least significant bit of B as the fill bit. 
Unselected high order bits of Q are not affected. The L flag gets the least 
significant bit of Q. Status is defined for selected least-significant bytes only. 


DN1-1F-A DN1-1F-A 


Downshift A by 1 Bit, One Fill 


Purpose: Downshift A by one bit, one fill. 


Status Generated: |7 N c vy Lom os 


Z  Setif result is zero. Cleared otherwise. 
N Set always. 
L LSB of A moved to L. 

Opcode, g: 24 


Description: Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with a one shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
The L flag gets the least significant bit of A. Status is defined for selected 
least-significant bytes only. 
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DN1-1F-AQ DN1-1F-AQ 


Downshift A, Q by 1 Bit, One Fill 


Purpose: Double precision downshift A, Q by one bit. One fill. 
Status Generated: |Z N c vLeom_=s 


Z Set if result is zero. Cleared otherwise. 
N Set always. 
L LSB of Q moved to L. 


Opcode 26 


16° 
Description: Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with a one shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, 
unaltered.Byte-width also selects the number of least-significant bytes of Q 
that are shifted down by one bit with the least significant bit of A as the fill 
bit. Unselected high bytes of Q are not affected. The L flag gets the least 
significant bit of Q. Status is defined for selected least-significant bytes only. 
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DN1-1F-B 


Purpose: 


Status Generated: 


Opcode 


16° 
Description: 


Downshift B by 1 Bit, One Fill 


Downshift B by one bit, one fill. 
ZN cvLeo™=s 
Z  Setif result is zero. Cleared otherwise. 
N Set always. 

L LSB ofB moved to L. 


25 


DN1-1F-B 


Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with a one shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
The L flag gets the least significant bit of B. Status is defined for selected 


least-significant bytes only. 
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DN1-1F-BQ DN1-1F-BQ 


Downshift B, Q by 1 Bit, One Fill 


Purpose: Double precision downshift B, Q by 1 bit. One fill. 
Status Generated: |Z N c v Lo Ss 


Z _Setif result is zero. Cleared otherwise. 
N Set always. 
| LSB of Q moved to L. 


Opcode,-: 27 


Description: Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with a one shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
Byte-width also selects the number of least-significant bytes of Q that are 
shifted down by one bit with the least significant bit of B as the fill bit. 
Unselected high bytes of Q are not affected. The L flag gets the least 
significant bit of Q. Status is defined for selected least-significant bytes only. 
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DN1-AR-A 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


DN1-AR-A 


Downshift A by 1 Bit, Sign Bit Fill 


Downshift A by one bit. Sign bit fill. 

ZN cv tL us 

Z  Setif result is zero. Cleared otherwise. 

N Setif result is negative. Cleared otherwise. 
L LSB ofA moved to L. 

2C 


Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with the sign bit shifted in, and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of A, 
unaltered. The L flag gets the least significant bit of A. Status is defined for 
selected least-significant bytes only. 


1. Choice of signbit as fill bit results in an arithmetic downshift. 
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DN1-AR-AQ DN1-AR-AQ 


Downshift A, Q by 1 Bit, Sign Bit Fill 


Purpose: Double precision downshift A, Q by 1 bit. Sign bit fill. 


Status Generated: |Z N cf vLoomMu_s 


Z  Setif result is zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
L LSB of Q moved to L. 

Opcode, 6: 2E 


Description: Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with the sign bit shifted in, and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of A, 
unaltered. Byte-width also selects the number of least-significant bytes of 
Q that are shifted down by one bit with the least significant bit of A as the 
fill bit. Unselected high bytes of Q are not affected. The L flag gets the least 
significant bit of Q. Status is defined for selected least-significant bytes 
only. 


Notes: 1. Choice of signbit as fill bit results in an arithmetic downshift. 
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DN1-AR-B 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


DN1-AR-B 


Downshift B by 1 Bit, Sign Bit Fill 


Downshift B by one bit. Sign bit fill. 

ZN cvko™_=s 

Z  Setif result is zero. Cleared otherwise. 

N  Setif result is negative. Cleared otherwise. 
L LSB of B moved to L. 

2D 


Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with the sign bit shifted in, and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of B, 
unaltered. The L flag gets the least significant bit of B. Status is defined for 
selected least-significant bytes only. 


1. Choice of signbit as fill bit results in an arithmetic downshift. 
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DN1-AR-BQ DN1-AR-BQ 


Downshift B, Q by 1 Bit, Sign Bit Fill 


Purpose: Double precision downshift B, Q by 1 bit. Sign bit fill. 
Status Generated: |Z N c vLoM_=s 


Z  Setif result is zero. Cleared otherwise. 
N Setif result is negative. Cleared otherwise. 
L LSB of Q moved to L. 


Opcode, |: OF 


Description: Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with the sign bit shifted in, and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of B, 
unaltered. Byte-width also selects the number of least-significant bytes of 
Q that are shifted down by one bit with the least significant bit of B being the 
fill bit. Unselected high bytes of Q are not affected. The L flag gets the least 
significant bit of Q. Status is defined for selected least-significant bytes 
only. 


Notes: 1. Choice of signbit as fill bit results in an arithmetic downshift. 
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DN1-LF-A 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


DN1-LF-A 


Downshift A by 1 Bit, Link Bit Fill 


Downshift A by one bit. Link bit fill. 
ZN cvLkLeeseM=s 


Z  Setif result is zero. Cleared otherwise. 

N  Setif result is negative. Cleared otherwise. 
L LSBofA moved to L. 

28 


Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with the link bit shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
The L flag gets the least significant bit of A. Status is defined for selected 
least-significant bytes only. 


1. This instruction provides the hooks for macroinstruction emulation viathe 
MACROLINK input. A HIGH on the MACRO/MICRO selects the MACRO- 
LINK input as the fill bit instead of the L bit of the status register. 
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DN1-LF-AQ DN1-LF-AQ 


Downshift A, Q by 1 Bit, Link Bit Fill 


Purpose: Double precision downshift A, Q by 1 bit. Link bit fill. 


Status Generated: |Z N c v Lom $s 


Z  Setif result is zero. Cleared otherwise. 
N = Setif result is negative. Cleared otherwise. 
|_ LSBofQ moved to L. 


Opcode 2A 


16° 
Description: Byte-width selects the number of least-significant bytes of A that are 
downshifted by one bit, with the link bit shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
Byte-width also selects the number of least-significant bytes of Q that are 
shifted down by one bit with the least significant bit of A as the fill bit. 
Unselected high bytes of Q are not affected. The L flag gets the least 
significant bit of Q. Status is defined for selected least-significant bytes 
only. 


Notes: 1.Thisinstruction provides the hooks for macroinstruction emulation via the 
MACROLINK input. A HIGH on the MACRO/MICRO selects the MACRO- 
LINK input as the fill bit instead of the L bit of the status register. 
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DN1-LF-B 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


DN1-LF-B 


Downshift B by 1 Bit, Link Bit Fill 


Downshift B by one bit. Link bit fill. 
ZN cvko_es 


Z  Setif result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 
L LSBofB moved to L. 

29 


Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with the link bit shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
The L flag gets the least significant bit of B. Status is defined for selected 
least-significant bytes only. 


1. This instruction provides the hooks for macroinstruction emulation via the 
MACROLINK input. A HIGH on the MACRO/MICRO selects the MACRO- 
LINK input as the fill bit instead of the L bit of the status register. 
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DN1-LF-BQ 


2-32 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


DN1-LF-BQ 


Downshift B, Q by 1 Bit, Link Bit Fill 


Double precision downshift B, Q by 1 bit. Link bit fill. 
Z N cv bkbuo_=s 


Z  Setif result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 
L LSBofQ moved to L. 

2B 


Byte-width selects the number of least-significant bytes of B that are 
downshifted by one bit, with the link bit shifted in, and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
Byte-width also selects the number of least-significant bytes of Q that are 
shifted down by one bit with the least significant bit of B as the fill bit. 
Unselected high bytes of Q are not affected. The L flag get the least 
significant bit of Q. Status is defined for selected least-significant bytes 
only. 


1. This instruction provides the hooks for macroinstruction emulation viathe 
MACROLINK input. A HIGH on the MACRO/MICRO selects the MACRO- 
LINK input as the fill bit instead of the L bit of the status register. 


EXTBIT-A 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


EXTBIT-A 


Extract Bit A 


To test any bit of the fullword input A, or to convert any bit of the fullword 
input A into a Boolean variable. 


ZnN c v Lom s 


Z  Setif Y bus is zero. Cleared otherwise. 
L YO is copied into L. 
66 


The least significant five bits of the position input are interpreted as an 
unsigned magnitude giving the position of the bit in A that is to be extracted; 
the sign bit of position, if true, inverts the extracted bit. The extracted bit 
appears on bit 0 of the Y bus with the high-order bits of Y all being zero. It 
is also loaded into the L flag at the end of the cycle. Z is set to reflect the 
state of the Y bus. 


1. AHIGH on the 18 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 
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EXTBIT-B 


2-34 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


EXTBIT-B 


Extract Bit B 


To test any bit of the fullword input B, or to convert any bit of the fullword 
input B into a Boolean variable. 


ZN c vbkom_=s 

Z  Setif Y bus is zero. Cleared otherwise. 
LY, is copied into L. 

67 


The least significant five bits of the position input are interpreted as an 
unsigned magnitude giving the position of the bit in B that is to be extracted; 
the sign bit of position, if true, inverts the extracted bit. The extracted bit 
appears on bit 0 of the Y bus with the high-order bits of Y all being zero. It 
is also loaded into the L flag at the end of the cycle. Z is set to reflect the 
state of the Y bus. 


1. AHIGH on the [8 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


EXTBIT-STAT EXTBIT-STAT 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


Extract Status Register Bit 


To test any bit of the status register, including relational conditions >, < or 
to convert any of the above to Boolean variables. 


ZN cv kno_=s 

Z  Setif Y bus is zero. Cleared otherwise. 
LY, is copied into L. 

fe 


The least significant five bits of the position input are interpreted as an 
unsigned magnitude giving the position of the bit of the status register to be 
extracted. The sign bit of position, if true, inverts the extracted bit. The 
extracted bit is then output on bit O of the Y bus with the remaining bits of 
Y being O. It is also loaded into the L flag at the end of the cycle. There are 
no side-effects on any bits of the status register other than L. 


1. AHIGH onthe 18 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. STATUS <15:13> are read-only relational condition bits. Note that 
STATUS <13> is affected by CARRY/BORROW mode. When the BOR- 
ROW-MODE input is high, the condition is C + Z; otherwise it is C + Z. 


3. Note that STATUS <23> is always LOW. This can be extracted to 
produce the Boolean constants 0 or 1 on the Y bus. 
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EXTF-A 


2-36 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


EXTF-A 


Extract Field 


To extract a field in A. 

Z N c veeteom_ s 

Z Set if extracted field is zero. Cleared otherwise. 
N  Setif Y,, isaone. Cleared otherwise. 

7A 


When the position input is positive, the LSB aligned field in A is upshifted 
to the bit specified by the position input and output on the Y bus. When the 
position input is negative, the field in A starting at the bit specified by the 
two’s complement of the position input is downshifted so as to align it with 
the LSB, and output on the Y bus. The wiacth of the field is specified by the 
width input. The remaining bits of Y contain zeros. 


1. AHIGH on the 18 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the I7 input selects the width inputs from the status register 
(STATUS <12:8>); a LOW selects the direct width <4:0> input pins. 


3. For position <0, A is rotated rather than shifted down. Therefore, if the 
sum of position and width exceeds 32, bits rotated around from the low- 
order end A will be selected. 


EXTF-A EXTF-A 


Extract Field 


Notes: 4. For p>0, a width of 0 specifies the entire field to the left of position. 
e.g., p=03; w=0 


A = O1i11t 0010 0001 0101 0001 1000 0000 0101 = 721518605 
A'= 1001 0000 1010 1000 1100 0000 O010 Ixxx 

B = 1000 /111 1100 1110 0001 0011 O111 0010 = BFCEI3?2 
Y = 1001 0000 1010 1000 1100 0000 0010 1000 = 9ODARBCO28 


For p<0, a wicth of 0 specifies the entire 32 bit field. 
€.g., p=3C; w=0 


= 0111 0001 0111 O010 0011 1171 1110 1101 = 71I?23FED 
A'= 1101 0111 O001 0111 0010 0011 1111 #1110 
B = 1000 0010 1100 1110 0001 0101 0000 1001 = 82CE1509 
Y = 1101 O111 0001 O111 OO10 OO11 T1111 T1110 = Briresre 
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EXTF-AB 


2-38 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


EXTF-AB 


Extract Field 


To extract a field from the concatenation of A and B where A is the high 
word. 


Z N cvo.L.eom_=s 

Z Set if extracted field is zero. Cleared otherwise. 
N  Setif Y,, isa one. Cleared otherwise. 

7C 


The concatenation of the fullword A (as the high word) and the fullword B 
(as the low word) is rotated by the amount specified by the position input. 
If position is positive (O- 31) then a left-rotate by the number of places 
specified is performed. If position is negative (-1 to -32) then a right- rotate 
by the number of places specified by position is performed. The width input 
specifies the number of least- significant bits of the result to appear on the 
Y bus LSB aligned. The rest of the Y bus contains zeroes. 


1. AHIGH on the 18 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the 17 input selects the width inputs from the status register 
(STATUS <12:8>); a LOW selects the direct width <4:0> input pins. 


3. A width of 0 specifies the 32 LSBs from the 64 bit word. 


EXTF-B 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


EXTF-B 


Extract Field 


To extract a field in B. 

ZN cvet nm _=s§ 

Z Set if extracted field is zero. Cleared otherwise. 
N  Setif Y,, is a one. Cleared otherwise. 

7B 


When the position input is positive, the LSB aligned field in B is upshifted 
to the bit specified by position and output on the Y bus. When the position 
input is negative, the field in B starting at the bit specified by the two’s 
complement of position is downshifted so as to align it with the LSB, and 
output on the Y bus. The width of the field is specified by the width input. 
The remaining bits of Y contain zeroes. 


1. AHIGH on the 18 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the I7 input selects the width inputs from the status register 
(STATUS <12:8>); a LOW selects the direct width <4:0> input pins. 


3. For position <0, B is rotated rather than shifted down. Therefore, if the 


sum of position and width exceeds 32, bits rotated around from the low- 
order end B will be selected. 


2-39 


EXTF-B EXTF-B 


Extract Field 


Notes: 4. For p>0, a width of 0 specifies the entire field to the left of position. 
e.g., p=03; w=0 


B = 1000 1111 1100 1110 0001 0011 0111 0010 = 8FCE1372 
B= 0111 1110 0111 0000 1001 1011 1001 Oxxx 

A = 0111 0010 0001 0101 0001 1000 0000 0101 = 72151805 
Y = 0112 1110 0111 0000 1001 1011 1001 0000 = 7E709B90 


For p<0; a width of 0 specifies the entire 32 bit field. 
e.g., p=3C; w=0 


B = 01112 0001 0111 0010 0011 1111 1110 1101 = 71723FED 
Bo 20d. OL: O00L 0112 0010 OOLI: LAtt T1250 

A = 1000 0010 1100 1110 0001 0101 0000 1001 = 82CE1509 
Y = 1101 0111 0001 0111 0010 0011 1111 1110 = D71723FE 


2-40 


EXTF-BA 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


EXTF-BA 


Extract Field 


To extract a field from the concatenation of B and A where B is the high 
word. 


ZN oc eveteeooMm s 


Z _Setif extracted field is zero. Cleared otherwise. 
N  Setif Y,, isaone. Cleared otherwise. 
7D 


The concatenation of the fullword B (as the high word) and the fullword A 
(as the low word) is rotated by the amount specified by the position input. 
If position is positive (O- 31) then a left-rotate by the number of places 
specified is performed. If position is negative (-1 to -32) then a right- rotate 
by the number of places specified by positionis performed. The width input 
specifies the number of least- significant bits of the result to appear on the 
Y bus, LSB aligned. The rest of the Y bus contains zeroes. 


1. AHIGH on the 18 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the I7 input selects the width inputs from the status register 
(STATUS <12:8>); a LOW selects the direct width <4:0> input pins. 


3. A width of 0 specifies the 32 LSBs from the 64 bit word. 


2-41 


INCR-A 


2-42 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


INCR-A 


Increment A by 1 


To do arithmetic on pointers. 

ZN C Vu ms 

Z  Setif result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 

V ‘Set if overflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble carries. 
12 


Byte-width selects the number of least significant bytes of A that are 
incremented and passed onto the Y bus. Unselected high bytes contain 
corresponding bytes of A, unaltered. Status is defined for the selected 
bytes only. 


1. Status bits 31 to 24 are loaded with inter-nibble BCD carries for BCD 
arithmetic. The SUM-CORR instruction must then be used to incrementa 
BCD number. 


INCR2-A 


Purpose: 


Status Generated: 


Opcode. |: 


Description: 


Notes: 


INCR2-A 


Increment A by 2 


To do arithmetic on pointers. 
ZN C V.tonm = =s 


Z Set if result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 

V Set if overflow occurs. Cleared otherwise. 
STATUS <31:24> « BCD nibble carries. 

16 


Byte-width selects the number of least significant bytes of A that are 
incremented by 2 and passed onto the Y bus. Unselected high bytes 
contain corresponding bytes of A, unaltered. Status is defined for the 
selected bytes only. 


1. Status bits 31 to 24 are loaded with inter-nibble BCD carries for INCR. 
The SUM-CORR instruction must then be used to increment a BCD 
number. 


2-43 


INCR4-A 


2-44 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


INCR4-A 


Increment A by 4 


To do arithmetic on pointers. 

ZN C Vt ms 

Z  Setif result equals zero. Cleared otherwise. 
N  Setif result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 


V  Setif overflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble carries. 
1A 


Byte-width selects the number of least significant bytes of A that are 
incremented by 4 and passed onto the Y bus. Unselected high bytes 
contain corresponding bytes of A, unaltered. Status is defined for the 
selected bytes only. 


1. Status bits 31 to 24 are loaded with inter-nibble BCD carries for INCR. 
The SUM-CORR instruction must then be used to increment a BCD 
number. 


INCR-B 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


INCR-B 


Increment B by 1 


To do arithmetic on pointers. 

ZN C VL om™ = s 

Z  Setif result equals zero. Cleared otherwise. 
N  Setif result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 


V Set if overflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble carries. 
13 


Byte-width selects the number of least significant bytes of B that are 
incremented and passed onto the Y bus. Unselected high bytes contain 
corresponding bytes of B, unaltered. Status is defined for the selected 
bytes only. 


1. Status bits 31 to 24 are loaded with inter-nibble BCD carries for INCR. 
The SUM-CORR instruction must then be used to increment a BCD 
number. 


2-45 


INCR2-B 


2-46 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


INCR2-B 


Increment B by 2 


To do arithmetic on pointers. 

ZN CC Vut_iwnm_s 

Z  Setif result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 


V Setif overflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble carries. 
17 


Byte-width selects the number of least significant bytes of B that are 
incremented by 2 and passed onto the Y bus. Unselected high bytes 
contain corresponding bytes of B, unaltered. Status is defined for the 
selected bytes only. 


1. Status bits 31 to 24 are loaded with inter-nidbble BCD carries for INCR. 
The SUM-CORR instruction must then be used to increment a BCD 
number. 


INCR4-B 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


INCR4-B 


Increment B by 4 


To do arithmetic on pointers. 


ZN C V-tiom ss 


Z  Setif result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 
V Set if overflow occurs. Cleared otherwise. 
STATUS <31:24> « BCD nibble carries. 

1B 


Byte-width selects the number of least significant bytes of B that are 
incremented by 4 and passed onto the Y bus. Unselected high bytes 
contain corresponding bytes of B, unaltered. Status is defined for the 
selected bytes only. 


1. Status bits 31 to 24 are loaded with inter-nibble BCD carries for INCR. 
The SUM-CORR instruction must then be used to increment a BCD 
number. 


2-47 


LOADQ-A 


Purpose: 


Status Generated: 


Opcode 


2-48 


16° 
Description: 


LOADQ-A 


Load A Into Q 


To set up the dividend prior to division or multiplier prior to multiplication. 


ZN cs eveteomMm s 


Z  Setif the selected A bytes are zero. Cleared otherwise. 
N  Setif the selected A bytes are negative. Cleared otherwise. 


06 


Byte-width selects the number of least significant bytes of the A bus that 
are loaded into the Q register. The unselected high bytes of Q are not 
affected by the operation. Byte-width also selects the number of least 
significant bytes of A that are passed onto the Y bus. Unselected high 
bytes of the Y bus contain corresponding bytes of Q. Status is defined 
for selected least-significant bytes only. 


LOADQ-B LOADQ-B 


Load B Into Q 


Purpose: To setup the dividend prior to division or multiplier prior to multiplication. 
Status Generated: |Z N c vL om _ Ss 
Z _Setif the selected B bytes are zero. Cleared otherwise. 
N Set if the selected B bytes are negative. Cleared otherwise. 


Opcode, |: 07 


Description: Byte-width selects the number of least significant bytes of the B bus that are 
loaded into the Q register. The unselected high bytes of Q are not affected 
by the operation. Byte-width also selects the number of least significant 
bytes of B that are passed onto the Y bus. Unselected high bytes of the Y 
bus contain corresponding bytes of Q. Status is defined for selected least- 
significant bytes only. 


2-49 





LDSTAT-A LDSTAT-A 


Load A Into Status Register 


Purpose: To alter the contents of the 32-bit status register. 


Status Generated: |Z N C V L M S 


Z « A,, if byte width = 00 or 11, else unchanged. 
N # A,, if byte width = 00 or 11, else unchanged. 
C « A,, if byte width = 00 or 11, else unchanged. 
V « A,, if byte width = 00 or 11, else unchanged. 
L # A,, if byte width = 00 or 11, else unchanged. 
M @ A, if byte width = 00 or 11, else unchanged. 


S « A,, if byte width = 00 or 11, else unchanged. 


Opcode 1C 


16° 
Description: Byte-width selects the number ofleast-significant bytes of the A bus that are 
loaded into the STATUS register. Unselected high bytes of the STATUS 
register are not affected by the operation. Byte-width also selects the 
number of least-significant bytes of A that are passed onto the Y bus. 
Unselected high bytes of the Y bus contain corresponding bytes of the 
STATUS register. 


Notes: 1.STATUS <13, 14, 15, 23> cannot be written. 


2-50 


LDSTAT-B 


Purpose: 


LDSTAT-B 


Load B Into Status Register 


To alter the contents of the 32-bit status register. 


Status Generated: iZ N C V LM §S 


Opcode, |: 


Description: 


Notes: 


Z« B,, if byte width = 00 or 11, else unchanged. 
N« B,, if byte width = 00 or 11, else unchanged. 
C« B,, if byte width = 00 or 11, else unchanged. 
Ve 6B, if byte width = 00 or 11, else unchanged. 
L B,, if byte width = 00 or 11, else unchanged. 
Me B,, if byte width = 00 or 11, else unchanged. 


S« B,, if byte width = 00 or 11, else unchanged. 
1D 


Byte-width selects the number ofleast-significant bytes ofthe B bus that are 
loaded into the STATUS register. Unselected high bytes of the STATUS 
register are not affected by the operation. Byte-width also selects the 
number of least-significant bytes of B that are passed onto the Y bus. 
Unselected high bytes of the Y bus contain corresponding bytes of the 
STATUS register. 


1. STATUS <13, 14, 15, 23> cannot be written. 


2-51 


MERGEA-B 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


2-52 


MERGEA-B 


Merge A with B 


To pack a least-significant aligned value in A, into B. 

Z N c vei om _=s 

Z  Setif selected A bytes are zero. Cleared otherwise. 

N  Setif selected A bytes are negative. Cleared otherwise. 
OE 


Byte-width specifies the number of least-significant bytes of A that pass 
onto the Y bus. The unselected most signifcant bytes contain the corre- 
sponding bytes of B. A byte-width of 00 causes all bytes of A to pass onto 
the Y bus. Status is defined for selected least-significant bytes only. 





MERGEB-A MERGEB-A 


Merge B with A 


Purpose: To pack a least-significant aligned value in B, into A. 
Status Generated: |Z N co eveLoomMmM_=s 


Z Set if selected B bytes are zero. Cleared otherwise. 
N  Setif selected B bytes are negative. Cleared otherwise. 


Opcode, |: OF 


Description: Byte-width specifies the number of least-significant bytes of B that pass 
onto the Y bus. The unselected most signifcant bytes contain the corre- 
sponding bytes of A. A byte-width of 00 causes all bytes of B to pass onto 
the Y bus. Status is defined for selected least-significant bytes only. 


2-53 


MPDIVSTEPT MPDIVSTEPT1 


2-54 


Purpose: 


Status Generated: 


Opcode 


16° 
Description: 


Multiprecision Divide Step1 


The first microcycle of the inner loop for signed or unsigned multiprecision 
division. A has the least significant part of the divisor (a full word), B has 
the least significant word of the remainder. Byte-width specifies the number 
of least significant-bit aligned bytes of dividend inthe Q register. The result 
of this step replaces the least significant word of the remainder. 


Zn C v LM ss 


Z  Setif Y equals zero. Cleared otherwise. 


C  Setif there is an arithmetic carryout during the formation of F. red 
Cleared otherwise 


L Bit shifted out of F moved to L. 
52 


The full word A is added to B (M=0) or subtracted from B (M=1) to form the 
value F. F is upshifted one bit, with the sign bit of Q (based on byte-width) 
shifted in, and output on the Y bus. The bit shifted out of F gets moved to 
L. Least- significant bytes of Q selected by byte-width are upshifted by one 
bit with zero fill. Unselected high bytes of Q are unaffected. The M flag is 
not affected. The MPDIVSTEP1 sets up the L and C flag for use by 
MPDIVSTEP2 or MPDIVSTEPS. 


MPDIVSTEP2 MPDIVSTEP2 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


Multiprecision Divide Step2 


The intermediate microcycles of the inner loop for signed or unsigned 
multiprecision division (not needed for double precision). A has some 
intermediate word of the divisor. B has the corresponding word of 
remainder. Byte-width is not used. The result replaces the same word of 
remainder. 


Zn C vy LeoM™=ss 
Z  Setif resultis zero. Cleared otherwise. 


C  Setif there is an arithmetic carryout during the formation of F. 
Cleared otherwise. 


L Bit shifted out of F moved to L. 
56 


The full word A is added to B (M=0) with carry, or subtracted from B (M=1) 
with carry to form the value F. F is then upshifted one bit, with the L flag 
shifted in, and output on the Y bus. The bit shifted out of F gets moved to 
L. The Q register is not affected or used in this operation. The byte-width 
input is ignored, and all operations are on a full word. MPDIVSTEP2 also 
sets up the L and C Flags for use by another MPDIVSTEP2 or by 
MPDIVSTEPS3. 


1. MACRO/MICRO SEL = 0 selects MACRO CARRY and MACRO LINK. 
MACRO/MICRO SEL = 1 selects MICRO CARRY and MICRO LINK. 


2-55 


MPSDIVSTEP3 


2-56 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


MPSDIVSTEP3 


Multiprecision Divide Step3 


The last microcycle of the inner loop for multiprecision signed division. A 
has the most significant part of the remainder. Byte-width specifies the 
number of bytes in the most significant part of the divisor/dividend. The 
result of this step replaces the most significant part of the remainder. 


Zn C v LM s 
Z  Setif result is zero. Cleared otherwise. 


C Set if there is an arithmetic carryout during the formation of F. 
Cleared otherwise. 


Bit shifted out of F moved to L. 
M Sign A EXNOR bit shifted out of F based on byte-width. 
53 


Byte-width selects the number of least significant bytes of A that are added 
to B (M=0) with carry, or subtracted from B (M=1) with carry to form the value 
F. F is then upshifted by one bit with the L flag shifted in and output on the 
Y bus. The bit shifted out of F is moved to L. Unselected high bytes of Y 
pass corresponding bytes of B unaltered. The least significant bit of Q and 
the M flag are loaded with the new quotient bit, computed as the exclusive 
NOR of the sign of A and the bit shifted out of F. 


1. Q is not upshifted in this step. Upshifting of Q occurs MPDIVSTEP1, 
leaving Q, “vacant”; however, it is not until MPSDIVSTEPS that the quotient 
bit is available to load into Q,. 


2. MACRO/MICRO SEL = 0 selects MACRO CARRY and MACRO LINK. 
MACRO/MICRO SEL = 1 selects MICRO CARRY and MICRO LINK. 





MPUDIVSTP3 MPUDIVSTP3 


Purpose: 


Status Generated: 


Opcode, -: 


Description: 


Notes: 


Multiprecision Unsigned Divide Step3 


The last microcycle of the inner loop for multiprecision unsigned division. 
A has the most significant part of the divisor, B has the most significant part 
of the remainder. Byte-width specifies the number of bytes in the most 
significant part of the dividend/divisor. The result of this step replaces the 
most significant part of the remainder. 


Zn C v LM §S 


Z  Setif result is zero. Cleared otherwise. 


C  Setif there is an arithmetic carryout during the formation of F. 
Cleared otherwise. 


L _ Bit shifted out of F moved to L. 
M M EXOR S EXOR C 

S Bit shifted out of F moved to S. 
57 


Byte-width selects the number of least significant bytes of A, zero-extended 
by one bit, that are subtracted with carry from the same number of least- 
significant bytes of B, extended by S (M=1) or added with carry to the same 
number of least-significant bytes of B, extended by S (M=0) to form the 
value F. F is then upshifted by one bit with the L flag shifted in and output 
on the Y bus. The bit shifted out of F is moved to L and S. Unselected high 
bytes of Y contain corresponding bytes of B, unaltered. The least- 
significant bit of Q is loaded with the new quotient bit, computed as MEXOR 
S EXOR C. The new quotient bit is also moved to M. 


1. Q is not upshifted in this step. Upshifting of Q occurs MPDIVSTEP1, 
leaving Q, “vacant”; however, it is not until MPUDIVSTP3 that the 
quotient bit is available to load into Q,. 


2. MACRO/MICRO SEL = 0 selects MACRO CARRY and MACRO LINK. 
MACRO/MICRO SEL = 1 selects MICRO CARRY and MICRO LINK. 


2-57 


NB-OF-SHA NB-OF-SHA 


N-Bit Full-Word Shift with ZeroFill 


Purpose: Toshiftthe full word A by the number of bits specified by position. Position 
is interpreted as a signed integer. 


Status Generated: |Z N c vtLeoM_=§s 


Z  Setif Y equals zero. Cleared otherwise. 
N  Setif Y is negative. Cleared otherwise. 


Opcode 62 


16° 
Description: This shift instruction performs an upshift when the position input is positive 
and a downshift when the position input is negative. The shifted input 
appears on the Y bus. Since position is a 6-bit two’s complement integer, 
the range of shift amounts is [-32..31]. The instruction fills with zero for up 
and downshift. Shifting by -32 produces zero on the Y bus. Shifting by 0 
produces no shift. 


Notes: 1. Position comes from the status register (STATUS <5:0>) or the direct 
input pins (POSITION <5:0>) depending on the 18 input. A HIGH on this 
input selects the status register. 


2-58 


NB-OF-SHB NB-OF-SHB 


N-Bit Full-Word Shift with ZeroFill 


Purpose: Toshiftthe full word B by the number of bits specified by position. Position 
is interpreted as a signed integer. 


Status Generated: [Z N C V L M Ss 


Z  Setif Y equals zero. Cleared otherwise. 
N  Setif Y is negative. Cleared otherwise. 


Opcode 63 


16° 
Description: This shift instruction performs an upshift when the position input is positive 
and a downshift when the position input is negative. The shifted input 
appears on the Y bus. Since position is a 6-bit two’s complement integer, 
the range of shift amounts is [-32..31]. The instruction fills with zero for up 
and downshift. Shifting by -32 produces zero on the Y bus. Shifting by 0 
produces no shift. 


Notes: 1. Position comes from the status register (STATUS <5:0>) or the direct 
input pins (POSITION <5:0>) depending on the 18 input. A HIGH on this 
input selects the status register. 


2-59 


NB-SN-SHA NB-SN-SHA 


2-60 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


N-Bit Full-Word Shift with Sign Fill 


To shift the full word A arithmetically by the number of bits specified by 
position. Position is interpreted as a signed integer. 


Z N cvo.L. eoM_s 


Z  Setif Y equals zero. Cleared otherwise. 
N  Setif Y is negative. Cleared otherwise. 


60 


This shift instruction performs an upshift when the position input is positive 
and a downshift when the position input is negative. The shifted input 
appears on the Y bus. Since position is a 6-bit two’s complement integer, 
the range of shift amounts is [-32..31]. The instruction fills with zero for an 
upshift and with the sign of A (A,,) for a downshift. Shifting by -32 produces 
-1 for negative input, and zero for positive input. 


1. Position comes from the status register (STATUS <5:0>) or the direct 
input pins (POSITION <5:0>) depending on the I8 input. A HIGH on this 
input selects the status register. 


NB-SN-SHB NB-SN-SHB 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


N-Bit Full-Word Shift with Sign Fill 


To shift the full word B arithmetically by the number of bits specified by 
position. Position is interpreted as a signed integer. 


Z Ncooyvoe.ooM s 


Z  Setif Y equals zero. Cleared otherwise. 
N  Setif Y is negative. Cleared otherwise. 


61 


This shift instruction performs an upshift when the position input is positive 
and a downshift when the position input is negative. The shifted input 
appears on the Y bus. Since position is a 6-bit two’s complement integer, 
the range of shift amounts is [-32..31]. This instruction fills with zero for an 
upshift and with the sign of B (B,,) for a downshift. Shifting by -32 produces 
-1 for negative input, and zero for positive input. 


1. Position comes from the status register (STATUS <5:0>) or the direct 
input pins (POSITION <5:0>) depending on the 18 input. A HIGH on this 
input selects the status register. 


2-61 


NBROT-A 


Purpose: 


Status Generated: 


Opcode 


Notes: 


2-62 


16° 
Description: 


NBROT-A 


Rotate Full-Word A by N-Bit 


To rotate the full word A, by the number of bits specified by position. 
Position is interpreted as an unsigned 5-bit integer. 


Z N c vei mM _s 

Z  Setif Y equals zero. Cleared otherwise. 
N  Setif Y is negative. Cleared otherwise. 
64 


The instruction ignores the sign bit of the position input and treats the least 
significant 5 bits as a positive magnitude for acircular upshift. Thus, arotate 
by one results in A,, appearing on Y,, A, on Y,, etc. 


1. Position comes from the status register (STATUS <5:0>) or the direct 
input pins (POSITION <5:0>) depending on the I-8 input. A HIGH on this 
input selects the status register. 


NBROT-B 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


NBROT-B 


Rotate Full-Word B by N-Bit 


To rotate the full word B, by the number of bits specified by position. 
Position is interpreted as an unsigned 5-bit integer. 


Z N ci evL4.eM ss 


Z Set if Y equals zero. Cleared otherwise. 
N Set if Y is negative. Cleared otherwise. 
65 


The instruction ignores the sign bit of the position input and treats the least 
significant 5 bits as a positive magnitude fora circular upshift. Thus, arotate 
by one results in B,, appearing on Y,, B, on Y,, etc. 


1. Position comes from the status register (STATUS <5:0>) or the direct 


input pins (POSITION <5:0>) depending on the I-8 input. A HIGH on this 
input selects the status register. 


2-63 





NEG-A 


2-64 


Purpose: 


NEG-A 


Two’s Complement of A 


To produce the two’s complement of a number. 


Status Generated: IZ N C V .toom_s 


Opcode, |: 


Description: 


Notes: 


Z Set if result is zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C EX-OR of carry-out & BORROW-MODE. 


V Setif overflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD digit borrow. 
OA 


Byte-width selects the number of least significant bytes of A that are two’s 
complemented and passed onto the Y bus. Unselected high bytes contain 
corresponding bytes of Aunaltered. Status is defined forthe selected bytes 
only. 


1. The ALU produces either the carry or the borrow, depending on the state 
of the BORROW-MODE pin. A HIGH on this pin causes the borrow to be 
generated (where borrow is the inverse of carry). 


2. Status bits 31 to 24 are loaded with inter-nibble borrows. The DIFF- 
CORR instruction must then be used to form the 10’s complement of aBCD 
number. 


NEG-B 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 





NEG-B 


Two’s Complement of B 


To produce the two’s complement of a number. 
ZN C Vtinm_=s 

Z Set if result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 
C EX-OR of carry-out & BORROW-MODE. 
V 


Set if overflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD digit borrow. 
OB 


Byte-width selects the number of least significant bytes of B that are two’s 
complemented and passed onto the Y bus. Unselected high bytes contain 
corresponding bytes of B unaltered. Status is defined forthe selected bytes 
only. 


1. The ALU produces either the carry or the borrow, depending on the state 
of the BORROW-MODE pin. A HIGH on this pin causes the borrow to be 
generated (where borrow is the inverse of carry). 


2. Status bits 31 to 24 are loaded with inter-nibble borrows. The DIFF- 
CORR instruction must then be used to form the 10’s complement of aBCD 
number. 
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NOT-A NOT-A 


One’s Complement of A 


Purpose: To produce the one’s complement of a number. 


Status Generated: |Z N c vktLomMmM s 


Z  Setif resultis zero. Cleared otherwise. 
N  Setif result is negative. Cleared otherwise. 


Opcode 08 


16° 
Description: Byte-width selects the number of least significant bytes of A that are 
inverted and passed onto the Y bus. Unselected high bytes contain 
corresponding bytes of A, unaltered. Status is defined for selected least- 
significant bytes only. 
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NOT-B NOT-B 


One’s Complement of B 


Purpose: To produce the one’s complement of a number. 
Status Generated: |Z N c vLoM_ 8 


Z  Setif result is zero. Cleared otherwise. 
N  Setif result is negative. Cleared otherwise. 


Opcode,,: 09 
Description: Byte-width selects the number of least significant bytes of B that are 
inverted and passed onto the Y bus. Unselected high bytes contain 
corresponding bytes of B, unaltered. Status is defined for selected least- 
significant bytes only. 
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NOTF-A 


2-68 


Purpose: 


Status Generated: 


Opcode, -: 


Description: 


Notes: 


NOTF-A 


Complement Field in A, Merge with B 


To invert a field in A. 


Z Nc eveoom Ss 


Z Set if resulting field is zero. Cleared otherwise. 
N  Setif Y,, is a one. Cleared otherwise. 
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When the position input is positive, the LSB-aligned field in A is upshifted 
to align it with the field in B starting at the bit specified by position. When 
the position input is negative, the field in A starting at the bit specified by the 
two’s complement of position is rotated down to align it with the LSB aligned 
fieldinB. The fieldin Ais then inverted up to the width specified by the width 
input, and the resulting field appears on the Y bus, LSB-aligned in the case 
that position was negative, or starting at the bit specified by position, in the 
case that position was positive. The remaining bits of Y contain corre- 
sponding bits of B unaltered. The Z flag is set according to the contents of 
the selected field. However, the N flag is set according to the most 
significant bit of Y. 


1. A HIGH on the I-8 input selects the status register (STATUS <5:0>) 
as the source of position; a LOW selects the direct position <5:0> inputs 
pins. 


2. AHIGH on the I-7 input selects the status register (STATUS <12:8>) as 
the source of width; a LOW selects the direct width <4:0> inputs pins. 


3. For position <0, Ais rotated rather than shifted down. Therefore, if the 
sum of position and width exceeds 32, bits rotated around from the low- 
order end of A will be selected. 


NOTF-A NOTF-A 


Complement Field in A, Merge with B 


Notes: 4. For p>0, a width of 0 specifies the entire field to the left of position. 
e.g., p=02 w=0 


A = 0001 0010 0011 0100 0101 0110 0111 1000 = 12345678 
A'= 0100 1000 1101 0001 0101 1001 1110 O0Oxx 

B = 1001 1010 1011 1100 1101 1110 1111 0010 = QJABCDEF2 
¥Y = 1011 0111 0010 1110 1010 0110 0001 1110 = B72EA61E 


For p<0, a width of 0 specifies the entire 32 bit field. 
e.g., p=3E w=0 


A = 0001 0010 0011 0100 0101 0110 0111 1000 = 12345678 
Al= 0000 0100 1000 1101 0001 0101 1001 1110 

B= 1001 1010 1017 1100 1101 1110 1111 0000 = JABCDEFO 
Y = 1111 1011 0111 0010 1110 1010 0110 0001 = FB72EA61 
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NOTF-AL-A 


Merge Complement of Field in A with B 


2-70 


Purpose: 


Status Generated: 


Opcode 


Notes: 


16° 
Description: 


NOTF-AL-A 


To invert a field in A starting at the bit specified by position, & having the 
width specified by the width inputs, & merging with B. 


Z N ci voe.eom ss 


Z Set if resulting field is zero. Cleared otherwise. 
N  Setif Y,, is a one. Cleared otherwise. 


71 


Position is treated as a 5 bit unsigned number. A logical not operation is 
performed on the A field starting at the bit specified by the position input and 
of the specified width. The resulting field appears onthe Y bus at the same 
position. The remaining bits of Y contain corresponding bits of B unaltered. 
The Z flag is set according to the contents of the selected field. However, 
the N flag is set according to the most significant bit of Y. 


1. A HIGH on the I-8 input selects the status register (STATUS <5:0>) as 
the source of position; a LOW selects the direct position <5:0> inputs pins. 


2. AHIGH on the I-7 input selects the status register (STATUS <12:8>) as 
the source of width; a LOW selects the direct width <4:0> inputs pins. 


3. A width of 0 specifies the entire field to the left of position. 


NOTF-AL-B 


Purpose: 


Status Generated: 


Opcode. |: 


Description: 


Notes: 


NOTF-AL-B 


Invert Field in B 


To invert a field in B starting at the bit specified by position, and having the 
width specified by the width inputs. 


Z N c voe4eM  §s 


Z Set if resulting field is zero. Cleared otherwise. 
N  Setif Y,, is aone. Cleared otherwise. 


6E 


The least-significant five bits of position, treated as an unsigned magnitude, 
give the start bit of a field in B that is to be inverted. The width of the field 
is specified by the width input. Other bits on the Y bus contain corresponda- 
ing bits of B unaltered. The Z flag is set depending on the state of the field. 
However the N flag is set according to the most-significant bit of Y. 


1. A HIGH on the !-8 input selects the status register (STATUS <5:0>) as 
the source of position; a LOW selects the direct position <5:0> inputs pins. 


2. AHIGH on the I-7 input selects the status register (STATUS <12:8>) as 
the source of width; a LOW selects the direct width <4:0> inputs pins. 


3. A width of 0 specifies the entire field to the left of position. 
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OR 


Purpose: 


Status Generated: 


Opcode 


2-72 


16° 
Description: 


OR 


Logical Or 


To compute a logical OR function. 


Z No evtet_e ms 


Z Set if result of OR operation is zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


3E 


Byte-width selects the number of least-significant bytes of A and B that 
participate in a logical OR operation whose result is output on the Y bus. 
Unselected high bytes of the Y bus contain corresponding bytes of B, 
unaltered. Status is defined for the selected least-significant bytes only. 


ORF-A 


Purpose: 


Status Generated: 


Opcode, ;: 


Description: 


Notes: 


ORF-A 


Or Field in A with B 


To perform a logical OR operation between a field in A and a field in B. 


ZN ci evLeomMm = s 


Z  Setif result of OR operation is zero. Cleared otherwise. 
N  Setif Y,, is aone. Cleared otherwise. 
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When the position input is positive, the LSB-aligned field in A is upshifted 
to align it with the field in B starting at the bit specified by position. When 
the position input is negative, the field in A starting at the bit specified by the 
two’s complement of position is rotated down to align it with the LSB-aligned 
field in B. The logical OR operation then takes place between the field in 
A and the field in B, up to the width specified by the width field and the 
resulting field appears on the Y bus, LSB-aligned in the case that position 
was negative, or starting at the bit specified by position, in the case that 
position was positive. The remaining bits of Y contain corresponding bits 
of B unaltered. The Z flag is set according to the contents of the selected 
field. However, the N flag is set according to the most significant bit of Y. 


1. A HIGH on the I-8 input selects the status register (STATUS <5:0>) as 
the source of position; a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the I-7 input selects the status register (STATUS <12:8>) as 
the source of width; a LOW selects the direct width <4:0> input pins. 


3. For position <0, Ais rotated rather than shifted down. Therefore, if the 
sum of position and width exceeds 32, bits rotated around from the low- 
order end of A will be selected. 
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ORF-A 


2-74 


Or Field in A with B 


ORF-A 


4. For p>0, a width of 0 specifies the entire field to the left of position. 


e.g., p=03; w=0 


A = 0111 0010 0001 0101 0001 1000 0000 1111 
A’= 1001 0000 1010 1000 1100 0000 0111 1xxx 
B 1000 1111 1100 1110 0001 0011 0111 0010 
Y FOOL Lith LILO Tt1LO. 11OL 0011 <OLET <1010 


For p<0, a wiath of 0 specified the entire 32 bit field. 
€.g., p=3C; w=0 


A = 0111 0001 0111 0010 0011 1111 1110 1101 
Po= A101: (0117 0001 O1L1Li. 0010 0011. L111. 1116 
B = 1000 0010 1100 1110 0001 0101 0000 1001 
Y= LIOL. O1T1 1104 2111 0011 0111--1111 -ti21 


= 7215180F 


= 8FCE1372 
= 9FEED37A 


= 71723FED 


= 82CE1509 
= DUDEF37FF 


ORF-AL-A 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


ORF-AL-A 


OR Aligned Fields in A and B 


To perform a logical OR operation between a field in A and a field in B that 
start at the same position. 


ZN c vL4eM s§s 


Z Set if result of OR operation is zero. Cleared otherwise. 
N  Setif Y,, is aone. Cleared otherwise. 


19 


A logical OR operation is performed between the fields in A and B starting 
at the bit specified by position and ofthe specified width. Position is treated 
asa5bit unsigned input. The MSB of positionis ignored. The resulting 
field appears on the Y bus at the same position. The remaining bits of Y 
contain corresponding bits of B unaltered. The Z flag is set according to 
the contents of the selected field. However, the N flag is set according to 
the most significant bit of Y. 


1. AHIGH on the 18 input selects the status register (STATUS <5:0>) as the 
source of position; a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the I7 input selects the status register (STATUS <12:8>) as 
the source of width; a LOW selects the direct width <4:0> input pins. 


3. A width of 0 specifies the entire field to the left of position. 
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PASS-MASK PASS-MASK 


Pass Mask 


Purpose: To generate field mask patterns useful for masking, field extraction, 
exercising other logic, diagnostics, and bit- toggling in general. 


Status Generated: IZ N Cc Vv L M Ss 


Opcode, |: 7F 


Description: The ALU puts onto the Y bus a mask of 1’s in the field starting at the bit 
specified by the least significant five bits of the position input, and spanning 
a width specified by the the width input. The sign-bit of position, when true, 
inverts the entire mask (all 32 bits of the Y bus). There are no side-effects 
on the status register. 


Notes: 1.AHIGHon the [8 input selects the status register (STATUS <5:0>) asthe 
source for position; otherwise position comes from the direct position input 
pins. (POSITION <5:0>). 


2. A HIGH on the !7 input selects the status register (STATUS <12:8>) as 
the source for width; otherwise width comes from the direct width input 
pins. (WIDTH <4:0>). 


3. A width of 0 specifies the entire field to the left of position. 


2-/6 


PASS-Q 


Purpose: 


Status Generated: 


Opcode, 


Description: 


PASS-Q 


Pass Q Register to Y 


To move the quotient or least-significant product word to an external 
destination. 


Z N C V L M S 


6° 05 


Byte-width selects the number of least significant bytes of the Q register 
that are passed onto the Y bus. Unselected high order bytes are taken from 
the Binput. The Q and status registers are not affected by this operation. 
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PASS-STAT PASS-STAT 


Pass Status Register to Y 


Purpose: To move the status register to an external destination. 
Status Generated:|Z N CC Vv L = M_S§ 


Opcode, 04 


S° 


Description: Byte-width selects the number of least significant bytes of the status 
register that are passed onto the Y bus. Unselected high order bytes are 
taken from the B input. The contents of the status register are not altered 
by this operation. 


Notes: 1. Status <13> is C + Zin the borrow mode. (BORROW - MODE = high) 
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PASSF-A 


PASSF-A 


Pass Field in A to Y, Merge with B, Unaligned 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


To merge a field in A, with B and pass to Y. 

ZN cveteoom_=s 

Z Set if merged field is zero. Cleared otherwise. 
N  Setif Y,, is aone. Cleared otherwise. 
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When the position input is positive, the LSB-aligned field in A is upshifted 
to align it with the field in B starting at the bit specified by position. When 
the position input is negative, the field in A starting at the bit specified by the 
two’s complement of position is rotated down to align it with the LSB- 
aligned fieldin B. The A field is then substituted into the B word starting at 
the same position and for the width specified by the width input and the 
resulting field appears on the Y bus, LSB-aligned in the case that position 
was negative, or starting at the bit specified by position, in the case that 
position was positive. The remaining bits of Y contain corresponding bits 
of B unaltered. The Z flag is set according to the contents of the selected 
field. However, the N flag is set according to the most significant bit of Y. 


1. A HIGH on the 18 input selects the status register (STATUS <5:0>) as 
the source of position; a LOW selects the direct position <5:0> input pins. 


2. AHIGH on the I7 input selects the status register (STATUS <12:8>) as 
the source of width; a LOW selects the direct width <4:0> input pins. 


3. For position <0, Ais rotated rather than shifted down. Therefore, ifthe 
sum of position and width exceeds 32, bits rotated around from the low- 
order end of A will be selected. 
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PASSF-A PASSF-A 


Pass Field in A to Y, Merge with B, Unaligned 


Notes: 4. For p>0, a width of 0 specifies the entire field to the left of position. 


€.g., p=03; w=0 

A = 0111 0010 0001 0101 0001 1000 0000 0101 = 7215180 
Al = 1001 0000 1010 1000 1100 0000 0010 1xxx 

B = 1000 1111 1100 1110 0001 0011 0111 0010 = 8FCE1372 
Y = 1001 0000 1010 1000 1100 0000 0010 1010 = 90A8CO2~A 


For p<0, a width of O specifies the entire 32 bit field. 


e.g., p=3C; w=0 

K = OL12, O0COL. 0121 0010: 0011. 1111 1110 1204 <=¢ “FI723rED 
ay = 1101 0111 0001 0111 0010 0012 1111 1110 

B= 1000 0010 1100 1110 0001 0101 0000 1001 = 82CE1509 
Y= 1107. 0111 0001. 0111 0010-00141 1711 1110. = D71723FE 
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PASSF-AL-A 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


PASSF-AL-A 


Pass Field in A to Y Merged with B 


To merge a field from A into B and pass to Y. 
ZN cvet oom_s 


Z Set if merged field is zero. Cleared otherwise. 
N Set if Y,, is aone. Cleared otherwise. 
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The least significant five bits of the position input, treated as an unsigned 
magnitude, give the start bit ofa fieldin A that isto be merged into B starting 
at the same position. The width of the field is specified by the width inputs. 
Other bits on the Y bus contain corresponding bits of B unaltered. The Z 
flag is set depending on the state of the field. 


1. AHIGH onthe 18 input selects the status register (STATUS <5:0>) as the 
source for position; otherwise position comes from the direct position input 
pins (POSITION <5:0>). 


2. AHIGH on the I7 input selects the status register (STATUS <12:8>) as 
the source for width; otherwise width comes from the direct width input pins 
(WIDTH <4:0>). 


3. A width of 0 specifies the entire field to the left of position. 
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PASSF-AL-B PASSF-AL-B 


Pass Field 


Purpose: To test a field in B starting at the bit specified by position and having the 
width specified by width. 


Status Generated: |Z N c veLtLeomM_s§s 


Z Set if field being tested is zero. Cleared otherwise. 
N  Setif Y,, is aone. Cleared otherwise. 


Opcode, 6: 6F 
Description: The least-significant five bits of the position input, treated as an unsigned 
magnitude, give the start bit of a field in B that is to be tested for zero. The 
width of the field is specified by the width input. Other bits on the Y bus 
contain corresponding bits of B unaltered. The Z flag is set depending on 
the state of the field. 


Notes: 1. A HIGH on the [8 input selects the status register (STATUS <5:0>) as 
the source for position; otherwise position comes from the direct position 
input pins (POSITION <5:0>). 


2. AHIGH on the I7 input selects the status register (STATUS <12:8>) as 
the source for width; otherwise width comes from the direct width input pins 
(WIDTH <4:0>). 


3. A width of 0 selects the entire field to the left of position. 
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PRIOR-A 


Purpose: 


Status Generated: 


Opcode16: 


Description: 


PRIOR-A 


Prioritize A 


To count the number of leading zeroes in an unsigned integer prior to 
normalization. 


ZN C VL _M_S 
Z  Setif selected bytes equal zero. Cleared otherwise. 
OC 


The prioritize operation on A for a given byte-width gives the number of bits 
that A must be shifted up to bring the most significant 1 in A up to the sign 
position of the most significant selected byte, except when A contains zero 
in the selected bytes. Unselected bytes of A are ignored in this operation. 
In the case where selected bytes of A contain zero, the priority operation 
generates zero onthe Y bus and sets the Z flag of the status register. The 
priority is also loaded in STATUS <7:0> as a side-effect, for use in a 
subsequent shift. The most-significant 3 bytes of the Y bus and the most 
significant 3 bits of the position register are always forced to zero. 
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PRIOR-B 


— 2-84 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


PRIOR-B 


Prioritize B 


To count the number of leading zeroes in an unsigned integer prior to 
normalization. 


ZN CC VL M_ § 


Z Set if selected bytes equal zero. Cleared otherwise. 


OD 


The prioritize operation on B for a given byte-width gives the number of bits 
that B must be shifted up to bring the most significant 1 in B up to the sign 
position of the most significant selected byte, except when B contains zero 
in the selected bytes. Unselected bytes of B are ignored in this operation. 
In the case where selected bytes of B contain zero, the priority operation 
generates zero onthe Y bus and sets the Z flag of the status register. The 
priority is also loaded in STATUS <7:0> as a side-effect, for use in a 
subsequent shift. The most-significant 3 bytes of the Y bus and the most- 
significant 3 bits of the position register are always forced to zero. 


QUOCORR 


Purpose: 


QUOCORR 


Quotient Correct Step 


To correct the quotient after a signed single precision divide. B has the 
quotient, which has in a previous cycle been read out of the Q register. 
Byte-width gives the number of bytes in the quotient. The Z,N, MandS 
flags are setup by the prior divsteps. 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


C Set if there is a carryout during the forming of F. Cleared otherwise. 
V Set if overflow/underflow occurs. Cleared otherwise. 
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The value F is computed as follows: 
If Z EXOR N EXOR S=1 and M=0, then FSB - 1 
If Z EXOR N EXOR S=1 and M=1. then F=B + 1 
If Z EXOR N EXOR S=0, then F=B; 


F is output on the Y bus and replaces the quotient. Unselected high bytes 
of Y contain corresponding bytes of B unaltered. Status is defined accord- 
ing to byte-width. 


1. N holds the partial remainder sign and S holds the initial dividend sign 
(0 for unsigned division). 


2. NEXOR S gives the sign difference between the initial dividend and the 
final remainder. For unsigned division, Z will be 0 and N will always be 1. 
(lf N was 0 at the end of the unsigned divide, the algorithm terminates). For 
signed division, the only case where Z=1 is the special case where the 
partial remainder went to zero at some intermediate divide step. In that 
case, N EXOR Swill be zero (see SDIVLAST2). In either situation, the M 
flag gives the direction of the correction. 
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REMCORR 


2-86 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


REMCORR 


Remainder Correct Step 


To correct the remainder after a signed or unsigned single precision divide. 
A has the divisor, B the remainder, and byte-width gives the number of 
bytes in the remainder/divisor. The Z, N, Mand S flags are the setup by the 
prior divsteps. 


Z N CO veooom s 


C Set if there is a carryout during the forming of F. Cleared otherwise. 
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The value F is computed as follows: 
If Z EXOR N EXOR S=1 and M=0, then F=B +A 
If Z EXOR N EXOR S=1 and M=1. then F=B - A 
If Z EXOR N EXOR S=0, then F=B; 


F is output on the Y bus and replaces the remainder. Unselected high bytes 
of Y contain corresponding bytes of B unaltered. Status is defined accord- 
ing to byte-width. 


1. N holds the partial remainder sign and S holds the initial dividend sign 
(0 for unsigned division). 


2. NEXOR S gives the sign difference between the initial dividend and the 
final remainder. For unsigned division, Z will be 0 and N will always be 1. 
(lf N was 0 at the end of the unsigned divide, the algorithm terminates.) For 
signed division, the only case where Z=1 is the special case where the 
partial remainder went to zero at some intermediate divide step. In that 
case, N EXOR Swill be zero (see SDIVLAST2). In either situation, the M 
flag gives the direction of the correction. 


RSTBIT-A 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


RSTBIT-A 


Reset BitinA 


Bit-toggling primitives that reset any bit of the full word input A. 

ZN cvo.L. eM = s 

Z Always set. 

N  Setif Y,, is aone. Cleared otherwise. 

6A 

The least significant five bits of position, taken as an unsigned magnitude, 
specify the bit position of A which is reset before the full word A is output 


on the Y bus. The most significant bit of position is ignored. The Z flag is 
set. 


1. Position comes from the status register (STATUS <5:0>) or the direct 
input (POSITION <5:0>) depending on the 18 input. A HIGH on this input 
selects the status register. 
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RSTBIT-B 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 
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RSTBIT-B 


Reset Bit in B 


Bit-toggling primitives that reset any bit of the full word input B. 

Z N cvoe oom _s 

Z Always set. 

N Set if Y,, is aone. Cleared otherwise. 

6B 

The least significant five bits of position, taken as an unsigned magnitude, 
specify the bit position of B which is reset before the full word B is output 


on the Y bus. The most significant bit of position is ignored. The Z flag is 
set. 


1. Position comes from the status register (STATUS <5:0>) or the direct 
input (POSITION <5:0>) depending on the !I8 input. A HIGH on this input 
selects the status register. 


RSTBIT-STAT 


Purpose: 


Status Generated: 
Opcode, 6: 


Description: 


Notes: 


RSTBIT-STAT 


Reset Status Register Bit 


Bit-toggling primitives for the status register. The bit specified by position 
is reset. There are no side-effects on the ALU Status flags C, Z, N, V, etc. 


Z N C V L M S 

6D 

The least significant five bits of position, taken as an unsigned magnitude, 
specify the bit of the status registerthatis reset. The new value ofthe status 


register also appears on the Y bus. Other bits of the status register are 
unaffected. The most significant bit of position is ignored. 


1. Position comes from the status register (STATUS <5:0>) or the direct 
input (POSITION <5:0>) depending on the 18 input. A HIGH on this line 
selects the status register. 


2. Bits <13,14,15,23> are read-only. 
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SDIVFIRST 


2-90 


Purpose: 


Status Generated: 


Opcode,, 6° 


Description: 


Notes: 


SDIVFIRST 


Signed Divide First Step 


To set the M and S flags of the status register in preparation for the divide 
step. The quotient register is assumed to contain the dividend, A has the 
divisor, and B has the remainder, which is the sign extension of the 
dividend. The result is assumed to replace the remainder. 


ZN cv LM S$ 


Set if result is zero. Cleared otherwise. 


Set if result is negative. Cleared otherwise. 


Z 

N 

L Sign bit of B moved to L. 

M_— Sign bit A EXNOR bit shifted out of B. 
S 


Sign bit of B moved to S. 


4E 


Byte-width selects the number of least significant bytes of B that are 
upshifted by one bit, with the sign bit of Q shifted into the least significant 
position, and output on the Y bus. Unselected high bytes contain corre- 
sponding bytes of B unaltered. Byte-width also selects the number of least 
significant bytes of Q that are shifted up by one bit. The exclusive NOR of 
the signbit of A and the bit shifted out of B is shifted into the least significant 
bit of Q, and the M flag. Unselected high bytes of Q are unaffected. The 
S flag and the L flag are loaded with the bit shifted out of B. The sign of the 
dividend remains in the S flag until the end of the signed divide algorithm. 


1. At this stage, the least-significant bit of Q is not useful, and will not 
appear in the final result. 


SDIVLAST1 


Purpose: 


Status Generated: 


Opcode, 6° 


Description: 


Notes: 


SDIVLAST1 


Signed Divide Last (Conditional) 


This instruction terminates the calculation of quotient and remainder. Ahas 
the divisor, B the partial remainder. After this step, the quotient register 
contains the complete quotient, which is algebraically correct. That is, 
quotient x divisor + remainder - dividend. 


ZN C vu Mes 

Z Set if result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 
C Arithmetic carryout of F. 

M_ Sign bit F EXNOR Sign bit A. 
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Byte-width selects the number of least significant bytes of A that are added 
to B (M=0) or subtracted from B (M=1) to form the value F. F is then output 
on the Y bus. Unselected high bytes of Y pass corresponding bytes of B 
unaltered. Byte- width also selects the number of least significant bytes of 
Q that are shifted up by one bit. The exclusive NOR of the signbit of A and 
the signbit of F (the new quotient bit) is loaded into M. The least significant 
bit of Q gets loaded with a 1. Unselected high bytes of Q are unaffected. 


1. The quotient and remainder may need correction after this step. This is 
a consequence of the nonrestoring algorithm. At each step, the algorithm 
computes a new quotient bit and partial remainder while simultaneously 
correcting the previous partial remainder if it was wrong. Since correction 
lags computation of the quotient bits by one step, after the last step there 
is still one correction needed. 


In general, division is the process of reducing the partial remainder towards 
zero. Ifthe remainder is not exactly zero, it should be the same sign as the 
dividend. When the signs of remainder and initial dividend differ, then 
correction is required. For positive quotients, the correction is performed 
by subtracting one from the quotient and adding the divisor back to the 
remainder. For negative quotients, the correction is performed by adding 
one to the quotient, and subtracting the divisor from the remainder. 
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SDIVLAST1 


2-92 


Notes: 


SDIVLAST1 


Signed Divide Last (Conditional) 


See SDIVLAST2, REMCORR, and QUOCORR for further details on 
correction. 


2. The quotient after SDIVLAST1 is always odd as a 1 is forced into the 
least-significant bit. This helps provide a uniform interface to the correction 


steps. 


SDIVLAST2 


Purpose: 


Status Generated: 


Opcode,, 6° 


Description: 


Notes: 


SDIVLAST2 


Signed Divide Last Step 


To check for a special case arising with negative dividends when the partial 
remainder goes to zero at an intermediate step of the division. Used after 
SDIVLAST1 and before the correction steps. A has the divisor, and B the 
remainder after SDIVLAST1. The result of this step is not written back to 
the remainder. 


ZN C Vv LM § 
Z Set if result is zero and original S=1. Cleared otherwise. 


SA 


The divisor sign is reconstructed by extracting the sign bit from the quotient 
register and exclusive ORing it with the dividend sign stored in S. Byte- 
width selects the number of least significant bytes of A that are subtracted 
from B (divisor sign=1) or added to B (divisor sign=0). The result appears 
onthe Y bus. Unselected high bytes of Y pass corresponding bytes of B 
unaltered; however, this is irrelevant, since the result is not expected to 
be used. If the original dividend was negative (S=1) then the Z flag is 
updated in the usual way; otherwise the Z flag is loaded with 0. The Z flag 
is the only useful result of this step. 


1. While it is always true that correction is needed when the signs of 
remainder and initial dividend differ, there is a special case when the signs 
of dividend and remainder are the same, and correction is stillneeded. The 
need for this correction is not a result of the nonrestoring algorithm, but 
rather a consequence of the difficulty of detecting early termination of the 
divide algorithm and the asymmetry of the two’s complement number 
system, in which zero appears positive, and there is one more negative 
number than positive. 


When the dividend is perfectly divisible by the remainder and the quotient 
is not odd, then the partial remainder becomes zero at an intermediate 
stage of the division. This situation is difficult to detect because the partial 
remainder spans a varying number of bits of Q and the remainder register. 
If this situation could be detected and the algorithm terminated early there 
would be no need for SDIVLAST2. Also, in the case of positive dividends, 
there is no harm done in not terminating the algorithm early because the 
zero partial remainder appears positive, and causes the desired effect (a 
string of O quotient bits, or a string of 1 quotient bits connected eventually 
by a resorting add of 1). However, in the case of negative dividends, the 
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SDIVLAST2 SDIVLAST2 


Signed Divide Last Step 


Notes: algorithms see a change of sign (zero appears positive) and attempts to 
compensate for it. The net result is that the final remainder has the same 
magnitude as the divisor, and the same sign as the dividend (negative); 
SDIVLAST2 tests for exactly this situation, leaving its result in the Z flag. 
The remainder must then be corrected by reducing it to zero, and the 
quotient by increasing its magnitude by one to keep the product of 
remainder and quotient constant. 


2. If the dividend is known to be positive, SDIVLAST2 may be omitted from 
the microcode. 


2-94 


SDIVSTEP 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


SDIVSTEP 


Signed Divide Step 


This instruction constitutes the inner loop of single precision signed 
division. The quotient register contains the dividend, A has the divisor, and 
B has the partial remainder. The result, Y, is assumed to replace the partial 
remainder. 


ZN C v -L Mis 


Z Set if result if zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 
C Arithmetic carryout of F. 

L _ Bit shifted out of F moved to L. 

M_— Sign bit AEXNOR bit shifted out of F. 
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Byte-width selects the number of least significant bytes of A that are added 
to B (M=0) or subtracted from B (M=1) to form the value F. F is then 
upshifted by one bit, with the signbit of Q shifted into the least significant bit 
position, and output on the Y bus. Unselected high bytes of Y pass 
corresponding bytes of B unaltered. Byte-width also selects the number of 
least significant bytes of Q that are shifted up by one bit. The exclusive NOR 
of the signbit of A and the bit shifted out of F (the new quotient bit) is shifted 
into the least significant bit of Q, and loaded into M flag. Unselected high 
bytes of Q are unaffected. The S flag, assumed to hold the dividend sign, 
is not altered by the operation. 
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SETBIT-A 


Purpose: 


Status Generated: 


Opcode,, 5: 


Description: 


Notes: 
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SETBIT-A 


Set Bitin A 


Bit-toggling primitives that set any bit of the full word input A. 
ZN cvete om _s§s 

Z Always reset. 

N  Setif Y,, is aone. Cleared otherwise. 


68 


The least significant five bits of position, taken as an unsigned magnitude, 
specify the bit position of A which is set before the full word A is output on 
the Y bus. The most significant bit of position is ignored. The Z flag is reset. 


1. Position comes from the status register (STATUS <5:0>) or the direct 
input (POSITION <5:0>) depending on the /8 input. A HIGH on this input 
selects the status register. 


SETBIT-B 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


SETBIT-B 


Set Bit in B 


Bit-toggling primitives that set any bit of the full word input B. 
Z N cvteom_s 

Z Always reset. 

N Set if Y,, is aone. Cleared otherwise. 


69 


The least significant five bits of position, taken as an unsigned magnitude, 
specify the bit position of B which is set before the full word B is output on 
the Y bus. The most significant bit of position is ignored. The Z flag is reset 
by setbit. 


1. Position comes from the status register (STATUS <5:0>) or the direct 


input (POSITION <5:0>) depending on the [8 input. A HIGH on this input 
selects the status register. 
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SETBIT-STAT SETBIT-STAT 


Set Status Register Bit 


Purpose: Bit-toggling primitives for the status register. The bit specified by position 
is set. There are no side-effects on the ALU Status flags C, Z, N, V, etc. 


Status Generated: |Z N CC V_L S 


Opcode, 6: 6C 


Description: The least significant 5 bits of position, taken as an unsigned magnitude, 
specify the bit of the status register that is set. The new value of the status 
register also appears on the Y bus. Other bits of the status register are 
unaffected. The most significant bit of position is ignored. 


Notes: 1. Position comes from the status register (STATUS <5:0>) or the direct 
input (POSITION <5:0>) depending on the state of the input 18. AHIGH on 
this line selects the status register. 
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SIGN 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


SIGN 


Pass Sign of B to Y-Bus 


To perform multiple precision sign-extends. 
ZN C vV LM _S§S 
Z  Setif N equals 0. Cleared if N equals 1. 


3D 
Byte-width selects the number of least-significant bytes of Y whose bits are 
forced to a 1 if N=1, or 0 if N=0. The state of N is checked in the status 


register. Unselected high- order bytes are taken from the B input. Status 
is defined for selected least-significant bytes only. 
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SIGN-EXTA 


2-100 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


SIGN-EXTA 


Sign Extend A 


Type conversion of signed integers, to single or double words; data 
movement. 


ZN coevteoomM s§s 


Z Set if Y bus equals zero. Cleared otherwise. 
N Set if Y,, equals one. Cleared otherwise. 


02 


Byte-width specifies the number of least-significant bytes of A that pass 
onto the Y bus. The unselected most significant bytes contain the sign 
extension of the least significant part of the Y bus. 


1. Toconverta signed byte to a double word (for example), use SIGN-EXTA 
on the byte with byte-width =01 to obtain the least significant word 
followed by the SIGN instruction with byte-width = 00 to get the most 
significant word. 


SIGN-EXTB 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


SIGN-EXTB 


Sign Extend B 


Type conversion of signed integers, to single or double words; data 
movement. 


ZN ci evLeoMmM = s§s 


Z  Setif Y bus equals zero. Cleared otherwise. 

N  Setif Y,, equals one. Cleared otherwise. 

03 

Byte-width specifies the number of least-significant bytes of B that pass 


onto the Y bus. The unselected most significant bytes contain the sign 
extension of the least significant part of the Y bus. 


1. Toconvert a signed byte to a double word (forexample), use SIGN-EXTB 
on the byte with byte-width = 01 to obtain the least significant word followed 
by the SIGN instruction with byte-width = 00 to get the most significant 
word. 
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SMULFIRST 


2-102 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


SMULFIRST 


Signed Multiply First 


To initialize the partial product register and the multiply flag (M) prior to a 
single precision signed multiply, and also perform the first iteration of the 
multiply algorithm, yielding two new product bits. A has the multiplicand, 
whose width is specified by byte-width. Q has been loaded with the 
multiplier. The result replaces the partial product. 


ZN C VOL S 
M Q, moved to M. 
SF 


The ALU is internally extended by two bits at the appropriate byte 
boundary depending on byte-width. Selected bytes of B are internally 
zeroed. A is sign extended across the two extra bits to form A*. Next, 
based on the values of Q, and Q,, the value F* is computed; 


If Q.Q, = 00, F*= 0; 

lf QQ, = 01, F*= A"; 

lf Q,.Q, = 10, F*= 2’s complement of 2A"; 
If Q,Q, = 01, F*= 2’s complement of A"; 


F* shifted down 2 bits is output on the Y bus. Unselected high bytes of Y 
contain corresponding bytes of B unaltered. Selected bytes of Q are down 
shifted by 2 bits with FF, being the fill bits. Unselected high bytes of Q are 
unaffected. 


1. The partial product register should be read in over B if the unselected 
high bytes of that register are to be unaffected by the writing of the result 
back into the partial product register. 


2. The passing property of the ALU is unaffected by the extra bits of 
precision. 


3. Ifa multiply-accumulate is required, then the product register will start off 
with some value other than zero. In such cases, SMULFIRST should not 
be used. Instead, first reset M using RSTBIT-STAT(p=21) and then use 
SMULSTEP instead of SMULFIRST. 


SMULSTEP 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


SMULSTEP 


Signed Multiply Step 


This step contributes the inner loop for single precision signed multiplica- 
tion. Each iteration of the loop yields two new products bits. A has the 
multiplicand, B has the partial product, and byte-width specifies the number 
of bytes selected. Q contains the multiplier and some product bits. The 
result of this step replaces the partial product. 


Z N CO vt Mis 
M  Q, moved to M. 


SE 


The ALU is internally extended by two bits at the appropriate byte boundary 
depending on byte-width. Ais sign extended across the two bits to form A”. 
B is sign extended across the two bits to form B*. Next, based on the values 
of Q, Q, and M, the value of F* is computed; 


If Q,Q,M = 000 or 111,F* =BY; 

lf Q,Q,M = 001 or 010,F* = BY + A’; 
If Q,Q.M-=101 or 110, F* =B*- At 
If Q.Q.M = 011, F*= B* + 2A"; 

If Q,Q,M = 100, F* = Bt - 2A*; 


F* shifted down 2 bits is output on the Y bus. Unselected high bytes of Y 
contain corresponding bytes of B unaltered. Selected bytes of Q are down 
shifted by 2 bits with FF, being the fill bits. Unselected high bytes of Q are 
unaffected. 
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SUB 
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Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


SUB 


Subtract B FroomA 


Subtraction in 2’s complement. 

Z N C Vt nm_s 

Set if result is zero. Cleared otherwise. 

Set if result is negative. Cleared otherwise. 


EX-OR of carryout and BORROW-MODE. 


<= O 2 N 


Set if underflow occurs. Cleared otherwise. 


STATUS <31:24>« BCD nibble borrows. 
44 


Byte-width selects the number of least-significant bytes of A and B that 
participate in a subtraction operation whose result is output on the Y bus. 
Unselected high bytes of the Y bus contain corresponding bytes of B, 
unaltered. Status is defined for the selected least-significant bytes only. 


1. Both carry and borrow arithmetic are supported under control of the 
BORROW-MODE pin. A HIGH on this pin causes the borrow (the 
complement of the carry) to be stored on subtract. 


2. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for SUB. 
The DIFF-CORR instructions must then be used to subtract BCD numbers. 


SUBC 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 


SUBC 


Subtract B From A with Carry/Borrow 


To perform arithmetic on integers longer than 32 bits. Also, provides the 
hooks for emmulation of multiprecision macroinstructions via the MACRO 
CARRY input. 


ZN C Vu. i»nm_s 

Z Set if result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 


V Set if underflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble borrows. 
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Byte-width selects the number of least significant bytes of A and B that 
participate in a multiprecision subtraction operation whose result is output 
on the Y bus. Unselected high bytes of the Y bus contain corresponding 
bytes of B, unaltered. Status is defined for the selected least- significant 
bytes only. 


1. Both carry and borrow arithmetic are supported under control of the 
BORROW-MODE pin. A HIGH on this pin causes the borrow (the 
complement of the carry) to be stored on subtract. 


2. AHIGH on the MACRO input selects the MACRO-CARRY input instead 
of the C flag of the (micro) Status register as the carry-in for SUBC. This 
allows an external carry flip flop to be selected for macroinstruction 
emulation. 


3. Whatever the choice of carry-in based on (2) above, for SUBC, it is 
inverted before being input to the adder if BORROW-MODE is HIGH. 
Therefore, in the borrow mode, both the internal and external carry store 
the borrow (not the carry). 
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SUBC 


2-106 


Notes: 


SUBC 


Subtract B From A with Carry/Borrow 


4. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for SUBC. 
The DIFF-CORR instructions must then be used to subtract BCD numbers 
longer than eight digits. 


5. When performing multi-precision BCD arithmetic, a DIFF-CORR must 
be performed after each instruction. 


SUBR 


Purpose: 


SUBR 


Subtract A From B 


Subtraction in 2’s complement. 


Status Generated: |Z N C VL M_s 


Opcode, 6: 


Description: 


Notes: 


Z Set if result is zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 


V Set if underflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble borrows. 
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Byte-width selects the number of least-significant bytes of A and B that 
participate in a subtraction operation whose result is output on the Y bus. 
Unselected high bytes of the Y bus contain corresponding bytes of B, 
unaltered. Status is defined for the selected least-significant bytes only. 


1. Both carry and borrow arithmetic are supported under control of the 
BORROW-MODE pin. A HIGH on this pin causes the borrow (the 
complement of the carry) to be stored on subtract. 


2. Status bits 31 and 24 are loaded with inter-nibble BCD borrows for 
SUBR. The DIFF-CORR instructions may then be used to subtract BCD 
numbers. 
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SUBRC 


2-108 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


SUBRC 


Subtract A From B with Carry/Borrow 


To perform arithmetic on integers longer than 32 bits. Also, provides the 
hooks for emulation of multiprecision macroinstructions via the MACRO 
CARRY input. 


ZN CVt M_—s 

Z Set if result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 
C  EX-OR of carryout and BORROW-MODE. 
V 


Set if underflow occurs. Cleared otherwise. 


STATUS <31:24> « BCD nibble borrows. 
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Byte-width selects the number of least significant bytes of A and B that 
participate in a multiprecision subtraction operation whose result is output 
on the Y bus. Unselected high bytes of the Y bus contain corresponding 
bytes of B, unaltered. Status is defined for the selected least- significant 
bytes only. 


1. Both carry and borrow arithmetic are supported under control of the 
BORROW-MODE pin. A HIGH on this pin causes the borrow (the 
complement of the carry) to be stored on subtract. 


2. AHIGH andthe MACRO input selects the MAC RO-CARRY input instead 
of the C flag of the (micro) Status register as the carry-in for SUBRC. This 
allows an external carry flip flop to be selected for macroinstruction 
emulation. 


3. Whatever the choice of carry-in based on (2) above, for SUBRC, it is 
inverted before being input to the adder if BORROW-MODE is HIGH. 
Therefore, in the borrow mode, both the internal and external carry store 
the borrow (not the carry). 


SUBRC 


Notes: 


SUBRC 


Subtract A From B with Carry/Borrow 


4. Status bits 31 to 24 are loaded with inter-nibble BCD borrows for 
SUBRC. The DIFF-CORR instructions must then be used to subtract BCD 
numbers longer than eight digits. 


5. When performing multi-precision BCD arithmetic, a DIFF-CORR 
must be performed after each instruction. 
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SUM-CORR-A SUM-CORR-A 


2-110 


Purpose: 


BCD Sum Correct A 


To correct for BCD operations after execution of ADD(C) or INCR instruc- 
tions. 


Status Generated: |Z N C VL S 


Opcode,, 5: 


Description: 


Notes: 


Z Set if result equals zero. Cleared otherwise. 
N  Setif MSB or result is one. Cleared otherwise. 


C Set if most significant NIBBLE CARRY based on byte-width is set. 
Cleared otherwise. 


V__EX-OR of two most significant NIBBLE CARRIES based on byte- 
width. 
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Byte-width selects the number of least-significant nibble- pairs of Athat are 
corrected before being output on the Y bus. Unselected high bytes of Y 
pass corresponding bytes of A unaltered. 


A 32-bit correction word is formed as follows: 


A field of 8 nibbles (32 bits) is set to zero. The nibble-carries, NC,—NC, , are 
thentested. Any nibble carry that is set to 1 causes a6 (0110) to be placed 
in its corresponding nibble position in the correction word. The correction 
word is then added to the operand. The nibble carry flip-flops themselves 
are not affected by this operation. Status is defined for selected least- 
significant bytes only. 


1. Each nibble carry flip-flop stores the carry-out of the corresponding 
nibble in the case of ADD and INCR. 


SUM-CORR-A SUM-CORR-A 


BCD Sum Correct A 


Notes: 2. SUM-CORR is used after INCR, ADD or ADDC. 


3. The definitions of negative and overflow flags assume that one leading 
sign-digit is appended to odd length to form an even length string (the 
definition of overflow is not useful for odd length signed strings). A digit of 
0 represents a positive sign and a digit of 9 represents a negative sign in 
ten’s complement. The N flag is set if the most-significant bit of the operand 
selected by byte- width is 1. The overflow is defined as the exclusive-OR 
of the carry-in and carry-out of the most-significant nibble (available from 
the nibble-carry register), as defined by byte-width. The sign nibble of the 
result is always either O or 9, except when an overflow occurs, when it 
becomes either 1 or 8 respectively. Refer to Appendix A. 


4. The carry flag is loaded from the appropriate nibble- carry flag, as defined 
by byte-width. 
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SUM-CORR-B 


2-112 


Purpose: 


SUM-CORR-B 


BCD Sum Correct B 


To correct for BCD operations after execution of ADD(C) or INCR instruc- 
tions. 


Status Generated: |Z N C VL m_s 


Opcode, 6: 


Description: 


Notes: 


Z Set if result equals zero. Cleared otherwise. 
N Set if MSB or result is one. Cleared otherwise. 


C Set if most significant NIBBLE CARRY based on byte-width is set. 
Cleared otherwise. 


VV _EX-OR of two most significant NIBBLE CARRIES based on byte- 
width. 
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Byte-width selects the number of least-significant nibble- pairs of B that are 
corrected before being output on the Y bus. Unselected high bytes of Y 
pass corresponding bytes of B unaltered. 


A 32-bit correction word is formed as follows: 


A field of 8 nibbles (32 bits) is set to zero. The nibble- carries, NC,-NC, are 
then tested. Any nibble carry that is set to 1 causes a6 (0110) to be placed 
in its corresponding nibble position in the correction word. The correction 
word is then added to the operand. The nibble carry flip-flops themselves 
are not affected by this operation. Status is defined for selected least- 
significant bytes only. 


1. Each nibble carry flip-flop stores the carry-out of the corresponding 
nibble in the case of ADD and INCR. 


SUM-CORR-B SUM-CORR-B 


BCD Sum Correct B 


Notes: 2. SUM-CORR is used after INCR, ADD or ADDC. 


3. The definition of negative and overflow flags assume that one leading 
sign-digit is appended to odd length to form an even length string (the 
definition of overflow is not useful for odd length signed strings). A digit of 
0 represents a positive sign and a digit of 9 represents a negative sign in 
ten’scomplement. The N flag is set ifthe most-significant bit of the operand 
selected by byte- width is 1. The overflow is defined as the exclusive-OR 
of the carry-in and carry-out of the most-significant nibble (available from 
the nibble-carry register), as defined by byte-width. The sign nibble of the 
result is always either 0 or 9, except when an overflow occurs, when it 
becomes either 1 or 8 respectively. Refer to Appendix A. 


4. Thecarry flag is loaded from the appropriate nibble- carry flag, as defined 
by byte-width. 
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UDIVFIRST 


2-114 


Purpose: 


Status Generated: 


Opcode,, 6° 


Description: 


UDIVFIRST 


Unsigned Divide First Step 


To set up the M and S flags of the status register in preparation for the 
unsigned divide steps. The quotient register is assumed to hold the 
dividend and B has the remainder, which is assumed to be the “sign 
extension” of the dividend, namely all zeroes. The result is assumed to 
replace the remainder. 


ZWNceo#vy LM S 
Set if result is zero. Cleared otherwise. 


Set if result is negative. Cleared otherwise. 


Z 
N 
L _ Bit shifted out of B moved to L. 
M Always set. 

S 


Always reset. 


4F 


Byte-width selects the number of least-significant bytes of B that are 
upshifted by one bit, with the sign bit of Q shifted into the least significant 
position, and output on the Y bus. Unselected high bytes pass correspond- 
ing bytes of B unaltered. Byte-width also selects the number of least 
significant bytes of Q that are shifted up one bit with 0 fill. The M flag is 
loaded with a 1 (so that the first divide step performs a subtract) and the S 
flag is initialized with a0. The S flag sign extends the partial remainder 
throughout the division. 


UDIVLAST 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


UDIVLAST 


Unsigned Divide Last 


This instruction terminates the calculation of quotient and remainder. Ahas 
the divisor, B the partial remainder. After this step the quotient register 
contains the complete quotient, which is algebraically correct. That is, 
quotient divisor and remainder = dividend. 


ZN C vu M $ 

Z Set if result equals zero. Cleared otherwise. 
N MEXORS EXORC 

C Arithmetic carryout of F. 

M MEXORS EXORC 

S Always reset. 
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Byte-width selects the number of least-significant bytes of A that are zero- 
extended by one bit and subtracted from the same number of least- 
significant bytes of B sign extended by S (M=1) or added to the same 
number of least-significant bytes of B sign-extended by S (M=0) to form F. 
F appears on the Y bus, with unselected high bytes passing correspond- 
ing bytes of B unaltered. Least-significant bytes of Q selected by byte-width 
are also upshifted by one bit with the new quotient bit (MEXOR S EXOR 
C) shiftedin. The new quotient bit is loaded into M. Unselected high bytes 
of Q are unaffected. S is set to.zero. 
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UDIVSTEP 


2-116 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


Notes: 


UDIVSTEP 


Unsigned Divide Step 


This instruction constitutes the inner loop for unsigned single precision 
division. The quotient register contains the dividend, A has the divisor and 
B has the partial remainder which is extended by the S flag. The result, Y, 
is assumed to replace the partial remainder. 


Zn C vy LM §S 


Set if result equals zero. Cleared otherwise. 


Arithmetic carryout of F. 


zZ 
C 
L Bit shifted out of F moved to L. 
M MEXORSEXORC 

S 


Bit shifted out of F moved to S. 
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Byte-width selects the number of least significant bytes of A that are zero- 
extended by one bit and subtracted from the same number of least- 
significant bytes of B extended by S (M=1) or added to the same number 
of least-significant bytes of B extended by S (M=0) to form the value F. F 
is then upshifted by one bit, with the sign bit of Q shifted into the least 
significant position, and output on the Y bus. Unselected high bytes contain 
corresponding bytes of B, unaltered. Least-significant bytes of Q selected 
by byte- width are also upshifted by one bit, with the new quotient bit (M 
EXOR S EXORC) shifted in. The new quotient bit is the complement of the 
sign of the (extended) result before the upshift. Unselected high bytes of 
Q are unaffected. The M flag is updated with the new quotient bit. 


1. The ALU has one extra bit of precision for this instruction. The inputs to 
that extra ALU bit are 0 (divisor sign), S (dividend sign), the carryout, and 
the M flag which controls addition/subtraction. 


2. The M flag is defined the same way as for signed division. This allows 
the same correction steps to be used for signed and unsigned single 
precision division. 


3. For operands smaller than a full word, passing of unselected bytes of B 
is not affected by the extra bit of precision of the ALU. 


UMULFIRST UMULFIRST 


Unsigned Multiply First 


Purpose: [To initialize the partial product register and the Multiply flag (M) prior to a 
single precision unsigned multiplication, and also to perform the first 
iteration of the Multiply algorithm, yielding two new product bits. A has the 
multiplicand, whose width is specified by byte-width. Q has been loaded 
with the multiplier. The result replaces the partial product, B. 


Status Generated:/Z N c vet WM s 
M Q, moved to M. 


Opcode, |: 5B 


Description: The ALUis internally extended by two bits at the appropriate byte boundary 
depending on byte-width. Selected bytes of B are internally zeroed. A is 
zero extended across the two extra bits to form A*. Next, based on the 
values of Q, and Q,, the value F’ is computed; 


lf Q.Q, = 00, F =0; 

fQQ,=01,F =A; 

lf Q,Q, = 10, F’ = 2’s complement of 2A’; 
lf QQ, = 11, F = 2’s complement of A; 


F’ shifted down 2 bits is output on the Y bus. Unselected high bytes of Y 
contain corresponding bytes of B unaltered. Selected bytes of Q are down 
shifted by 2 bits with F,F, being the fill bits. Unselected high bytes of Q are 
unaffected. 


Notes: 1. The partial product register may be brought in over the B input. This is 
necessary only if the unselected high bytes of that register are to remain 
unaltered by the write back into B since the selected low bytes of B are 
ignored by the ALU anyway. 


2. The passing property of the ALU is not affected by the extra bits of 
precision. 


3. If a Multiply accumulate is required then the (partial) product register will 
start off with some value other than zero. In such cases, UMULFIRST 
should not be used. Instead, first reset the M flag using RSTBIT-STAT 
(p=21), and the use UMULSTEP instead of UMULFIRST. 
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UMULLAST 


2-118 


Purpose: 


Status Generated: 


Opcode, 


Description: 


Notes: 


6° 


UMULLAST 


Unsigned Multiply 


This step corrects the final product in the case of unsigned single precision 
multiplication. A has the multiplicand and B has the product (most 
significant word), whose width is specified by byte-width. The result 
replaces the product. 


ZN CC VL MSs 


Z  Setif result equals zero. Cleared otherwise. 


5D 


If the M flag is 1, then the low order bytes selected by byte-width of A and 
B are added and the result output on the Y bus. Otherwise, the B input 
passes unaltered to the Y bus. In either case, unselected high bytes of Y 
contain corresponding bytes of B unaltered, and the Z flag is set according 
to selected bytes only. 


1. The Booth algorithm yields the correct product for signed two’s comple- 
mentintegers. Inthe case of unsigned integers, the leading bit is incorrectly 
interpreted as a sign bit. If the most significant bit of the multiplier is zero, 
then the product is correct. However, in the other case, correction is 
needed. 


The operation of the Booth algorithm may be understood as follows: The 
algorithm looks for strings of ones inthe multiplier. At the start of the string, 
it subtracts the multiplicand and at the end of the string adds back the 
multiplicand in the correct significance. The sign bit in atwo’s complement 
number is really the start of an infinite string of 1s. The algorithm sees the 
start of the string and subtracts the multiplicand, but the algorithm termi- 
nates, giving itno chance to end the string by adding back the multiplicand. 
This in fact yields the correct result for signed multiplication. 


For unsigned multiplication, all that is needed is to concatenate two high 
order zero bits to the multiplier, and then leave the algorithm to recognize 
the end of the string of 1s and compensate. Thisis the role of UMULLAST. 
Of course, if the last iteration ofthe UMULSTEP has already recognizedthe 
end of string (Q,Q,M- 001 or 010) then UMULLAST has nothing to do. In 
such cases, Mhas a0 and, as indicated above, UMULLAST indeed has no 
effect on the high word of the product. 


UMULSTEP 


UMULSTEP 


Unsigned Multiply Step (A, B, Byte-Width) 


Purpose: 


Status Generated: 


Opcode, |: 


Description: 


This step constitutes the inner loop for single precision unsigned multipli- 
cation. Each iteration of the loop yields two new product bits. A has the 
multiplicand, B has the partial product, and byte-width specifies the number 
of bytes selected. Q contains the multiplier and some product bits. The 
result of this step replaces the partial product. 


ZN c vt Ms 

M Q, moved to M. 

5C 

The ALU is internally extended by two bits at the appropriate byte boundary 
depending on byte-width. Ais zero extended across the two bits to form A. 


Bis sign extended across the two bits to form B*. Next, based on the values 
of Q,Q, and M, the value F* is computed. 


If Q,Q,M = 000 or 111, F’'=B’; 

if Q,Q,M = 001 or 010, F'=B' +A’; 
if Q,Q,M = 101 or 110, F’=B'- A’: 
If Q.Q,M = 011, F = B+ 2A; 

If Q,Q,M = 100, F’ = B’- 2A" 


F’ shifted down 2 bits is output on the Y bus. Unselected high bytes of Y 
contain corresponding bytes of B unaltered. Selected bytes of Q are down 
shifted by 2 bits with F1F0 being the fill bits. Unselected high bytes of Q are 
unaffected. 
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UP1-0F-A 


2-120 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 


UP1-0F-A 


Upshift A by 1 Bit, Zero Fill 


Upshift A by one bit zero fill. 

Z2 Nc VL om _s 

Z Set if result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 


V Setif A, EXOR Y 


sign sign 


equals one. Cleared otherwise. 
L Sign bit of selected bytes of A moved to L. 
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Byte-width selects the number of least significant bytes of A that are 
upshifted by one bit, with zero shifted in and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
The L flag gets the sign bit of A. The V flag gets the exclusive or of the sign 
bit of A and the sign bit of Y. Status is defined for selected least-significant 
bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit of the status register. This bit can be extracted into L using EXTBIT- 
STAT (14) and shifted back using DN1-LF-A to recover the original value. 


UP1-0F-AQ 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


UP1-0F-AQ 


Upshift A, Q by 1 Bit, Zero Fill 


Double precision upshift A, Q by one bit. Fill A with sign bit of Q. 0 fill Q. 
ZN c VL om™_s 


Z  Setif result is zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 
V 


Set if A. EXOR Y... equals one. Cleared otherwise. 


sign sign 


L Sign bit of selected bytes of A moved to L. 
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Byte-width selects the number of least significant bytes of A that are 
upshifted by one bit, with the sign bit of Q shifted in and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of A, 
unaltered. Byte-width also selects the number of least significant bytes of 
Q that are shifted up by one bit with zero as a fill bit. Unselected bytes of 
Q are not affected. The L flag gets the sign bit of A. The V flag gets the 
exclusive or of the sign bit of A and the sign bit of Y. Status is defined for 
selected least significant bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit of the status register. This bit can be extracted into L using EXBIT- 
STAT(14) and shifted back using DN1-LF-A to recover the original value. 


2-121 


UP1-0F-B 


2-122 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


UP1-0F-B 


Upshift B by 1 Bit, Zero Fill 


Upshift B by one bit zero fill. 
ZNce VLMoM_s 


Set if result equals zero. Cleared otherwise. 


Set if B. EXOR Y 


sign sign 


Z 

N Set if result is negative. Cleared otherwise. 

V equals one. Cleared otherwise. 
L 


Sign bit of selected bytes of B moved to L. 
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Byte-width selects the number of least significant bytes of B that are 
upshifted by one bit, with zero shifted in and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
The L flag gets the sign bit of B. The V flag gets the exclusive or of the sign 
bit of B and the sign bit of Y. Status is defined for selected least-significant 
bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit ofthe status register. This bit can be extracted into L using EXTBIT- 
STAT(14) and shifted back using DN1-LF-B to recover the original value. 


UP1-0F-BQ 


Purpose: 


Status Generated: 


Opcode, 6° 


Description: 


Notes: 


UP1-0F-BQ 


Upshift B, Q by 1 Bit, Zero Fill 


Double precision upshift B, Q by one bit. Fill B with sign bit of Q. 0 fill Q. 
ZNce VL o™_s 


Z Set if result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


V SetifB.. EXOR Y 


sign sign 


equals one. Cleared otherwise. 
L Sign bit of selected bytes of B moved to L. 
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Byte-width selects the number of least significant bytes of B that are 
upshifted by one bit, with the sign bit of Q shifted in and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of B, 
unaltered. Byte-width also selects the number of least significant bytes of 
Q that are shifted up by one bit with zero as a fill bit. Unselected bytes of 
Q are not affected. The L flag gets the sign bit of B. The V flag gets the 
exclusive or of the sign bit of B and the sign bit of Y. Status is defined for 
selected least significant bytes only. 


1. V is useful for detecting overflow when a integer is upshifted. When 
overflow occurs on a single bit upshift, the sign of the result is wrong. The 
correct sign is given by NEXOR V (STATUS <14>) which is a read-only bit 
of the status register. This bit can be extracted into L using EXTBIT- 
STAT(14) and shifted back using DN1-LF-B to recover the original value. 


2-123 


UP1-1F-A 


2-124 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 


UP1-1F-A 


Upshift A by 1 Bit, One 


Upshift A by one bit one fill. 

ZN cc VL uo™_—=s 

Z Set if result is zero. Cleared otherwise. 

N Set if result is negative. Cleared otherwise. 


V Set ifA,.. EXOR Y 


sign sign 


equals one. Cleared otherwise. 
L Sign bit of selected bytes of A moved to L. 
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Byte-width selects the number of least significant bytes of A that are 
upshifted by one bit, with a “one” shifted in and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
The L flag gets the sign bit of A. The V flag gets the exclusive or of the sign 
bit of A and the sign bit of Y. Status is defined for selected least-significant 
bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit of the status register. This bit can be extracted into Lusing EXTBIT- 
STAT(14) and shifted back using DN1-LF-A to recover the original value. 


UP1-1F-AQ 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 


UP1-1F-AQ 


Upshift A, Q by 1 Bit, One 


Double precision upshift A, Q by one bit. Fill A with sign bit of Q. 1 fill Q. 
ZN c V L_o_—_s 


Z  Setif result is zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


V_ Set ifA,,, EXOR Y,,,, equals one. Cleared otherwise. 


sign 


L Sign bit of selected bytes of A moved to L. 
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Byte-width selects the number of least significant bytes of A that are 
upshifted by one bit, with the sign bit of Q shifted in and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of A, 
unaltered. Byte-width also selects the number of least significant bytes of 
Q that are shifted up by one bit with a one as a fill bit. Unselected bytes of 
Q are not affected. The L flag gets the sign bit of A. The V flag gets the 
exclusive or of the sign bit of A and the sign bit of Y. Status is defined for 
selected least- significant bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by NEXOR V (STATUS <14>) which is a read- 
only bit ofthe status register. This bit can be extracted into Lusing EXTBIT- 
STAT(14) and shifted back using DN1-LF-A to recover the original value. 
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UP1-1F-B 


2-126 


Purpose: 


Status Generated: 


Opcode, -: 


Description: 


Notes: 


UP1-1F-B 


Upshift B by 1 Bit, One Fill 


Upshift B by one bit one fill. 
ZN c VLoM=_—_s 


Z  Setif result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


V SetifB,. EXOR Y 


sign sign 


equals one. Cleared otherwise. 
L Sign bit of selected bytes of B moved to L. 
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Byte-width selects the number of least significant bytes of B that are 
upshifted by one bit, with a one shifted in and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
The L flag gets the sign bit of B. The V flag gets the exclusive or of the sign 
bit of B and the sign bit of Y. Status is defined for selected least-significant 
bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit of the status register. This bit can be extracted into Lusing EXTBIT- 
STAT(14) and shifted back using DN1-LF-B to recover the original value. 


UP1-1F-BQ 


Purpose: 


Status Generated: 


Opcode, 6° 


Description: 


Notes: 


UP1-1F-BQ 


Upshift B, Q by 1 Bit, One Fill 


Double precision upshift B, Q by one bit. Fill B with sign bit of Q. 1 fill Q. 
ZN c VL oM™_s 


Z Set if result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


V SetifB.. EXOR Y 


sign sign 


equals one. Cleared otherwise. 
L Sign bit of selected bytes of B moved to L. 
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Byte-width selects the number of least significant bytes of B that are 
upshifted by one bit, with the sign bit of Q shifted in and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of B, 
unaltered. Byte-width also selects the number of least significant bytes of 
Q that are shifted up by one bit with a one as a fill bit. Unselected bytes of 
Q are not affected. The L flag gets the sign bit of B. The V flag gets the 
exclusive or of the sign bit of B and the sign bit of Y. Status is defined for 
selected least- significant bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by NEXOR V (STATUS <14>) which is a read- 
only bit ofthe status register. This bit can be extracted into Lusing EXTBIT- 
STAT(14) and shifted back using DN1-LF-B to recover the original value. 
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UP1-LF-A 


2-128 


Purpose: 


UP1-LF-A 


Upshift A by 1 Bit, Line Bit Fill 


Upshift A by one bit link bit fill. 


Status Generated: |Z N cf V LoM_s§s 


Opcode, 6: 


Description: 


Notes: 


Z Set if result is zero. Cleared otherwise. 


Set if result is negative. Cleared otherwise. 


sign sign 


N 
V SetifA,. EXOR Y.. equals one. Cleared otherwise. 
L Sign bit of selected bytes of A moved to L. 
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Byte-width selects the number of least significant bytes of A that are 
upshifted by one bit, with the link bit shifted in and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of A, unaltered. 
The L flag gets the sign bit of A. The V flag gets the exclusive or of the sign 
bit of A and the sign bit of Y. Status is defined for selected least-significant 
bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit of the status register. This bit can be extracted into L using EXTBIT- 
STAT(14) and shifted back using DN1-LF-A to recover the original value. 


UP1-LF-AQ 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 


UP1-LF-AQ 


Upshift A, Q by 1 Bit, Link Bit Fill 


Double precision upshift A, Q by one bit. Fill A with sign bit of Q. Fill Q with 
link bit. 


ZN c VLeo™ ss 


Z  Setis result is zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


V SetifA. EXOR Y.. equals one. Cleared otherwise. 


sign sign 
L Sign bit of selected bytes of A moved to L. 
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Byte-width selects the number of least significant bytes of A that are 
upshifted by one bit, with the sign bit of Q shifted in and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of A, 
unaltered. Byte-width also selects the number of least significant bytes of 
Q that are shifted up by one bit with the L flag as a fill bit. Unselected bytes 
of Q are not affected. The L flag gets the sign bit of A. The V flag gets the 
exclusive or of the sign bit of A and the sign bit of Y. Status is defined for 
selected least-significant bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit ofthe status register. This bit can be extracted into Lusing EXTBIT- 
STAT(14) and shifted back using DN1-LF-A to recover the original value. 


2-129 


UP1-LF-B 


2-130 


Purpose: 


Status Generated: 


Opcode,, 6° 


Description: 


Notes: 


UP1-LF-B 


Upshift B by 1 Bit, Link Bit Fill 


Upshift B by one bit link bit fill. 
ZN c VL o™_s 


Z Set if result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


V SetifB.. EXOR Y 


sign sign 


equals one. Cleared otherwise. 
L Sign bit of selected bytes of B moved to L. 
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Byte-width selects the number of least significant bytes of B that are 
upshifted by one bit, with the link bit shifted in and passed onto the Y bus. 
Unselected high bytes of Y contain corresponding bytes of B, unaltered. 
The L flag gets the sign bit of B. The V flag gets the exclusive or of the sign 
bit of B and the sign bit of Y. Status is defined for selected least-significant 
bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign is given by N EXOR V (STATUS <14>) which is a read- 
only bit ofthe status register. This bit can be extracted into Lusing EXTBIT- 
STAT(14) and shifted back using DN1-LF-B to recover the original value. 


UP1-LF-BQ 


Purpose: 


Status Generated: 


Opcode, 6° 


Description: 


Notes: 


UP1-LF-BQ 


Upshift B, Q by 1 Bit, Link Bit Fill 


Double precision upshift B, Q by one bit. Fill B with sign bit of Q. Fill Q with 
link bit. 


ZN c VL eo»o™==s 


Z Set if result equals zero. Cleared otherwise. 
N Set if result is negative. Cleared otherwise. 


V SetifB.. EXOR Y 


sign sign 


equals one. Cleared otherwise. 
L Sign bit of selected bytes of B moved to L. 
3B 


Byte-width selects the number of least significant bytes of B that are 
upshifted by one bit, with the sign bit of Q shifted in and passed onto the Y 
bus. Unselected high bytes of Y contain corresponding bytes of B, 
unaltered. Byte-width also selects the number of least significant bytes of 
Q that are shifted up by one bit with the L flag as a fill bit. Unselected bytes 
of Q are not affected. The L flag gets the sign bit of B. The V flag gets the 
exclusive or of the sign bit of B and the sign bit of Y. Status is defined for 
selected least-significant bytes only. 


1. V is useful for detecting overflow when a signed integer is upshifted. 
When overflow occurs on a single bit upshift, the sign of the result is wrong. 
The correct sign if given by NEXOR V (STATUS <14>) which is a read- only 
bit of the status register. This bit can be extracted into L using EXTBIT- 
STAT(14) and shifted back using DN1-LF-B to recover the original value. 


2-131 


XNOR 


Purpose: 


Status Generated: 


Opcode, 


Description: 


2-132 


6° 


XNOR 


Logical Exclusive-NOR 


To compute a logical XNOR of two integers of a given byte- width. 
ZN cviieomMm_s 

Z  Setif result is zero. Cleared otherwise. 

N = Set if result is negative. Cleared otherwise. 

41 

Byte-width selects the number of least-significant bytes of A and B that 
participate in a logical XNOR operation whose result is output onthe Y bus. 


Unselected high bytes of the Y bus contain corresponding bytes of B, 
unaltered. Status is defined for the selected least-significant bytes only. 


XOR 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


XOR 


Logical Exclusive-OR 


To compute a logical XOR of two integers of a given byte- width. 
Z2 N cvetm_s§s 

Z Set if result is zero. Cleared otherwise. 

N = Set if result is negative. Cleared otherwise. 


SF 
Byte-width selects the number of least-significant bytes of A and B that 
participate in a logical XOR operation whose result is output on the Y bus. 


Unselected high bytes of the Y bus contain corresponding bytes of B, 
unaltered. Status is defined for the selected least-significant bytes only. 


2-133 


XORF-A 


2-134 


Purpose: 


Status Generated: 


Opcode, 6° 


Description: 


Notes: 


XORF-A 


XOR Field in A with B 


To perform a logical XOR operation between a field in A and a field in B. 
Z N cvoe. im _s 

Z Set if result of XOR operation is zero. Cleared otherwise. 

N Set if Y,, is a one. Cleared otherwise. 
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When the position input is positive, the LSB-aligned field in A is upshifted 
to align it with the field in B starting at the bit specified by position. When 
the position input is negative, the field in A starting at the bit specified by the 
two’s complement of position is rotated right to align it with the LSB- aligned 
field in B. A logical XOR operation then takes place between the field in A 
and the fieldin B, up to the width specified by the width field and the resulting 
field appears on the Y bus, LSB-aligned in the case that position was 
negative, or starting at the bit specified by position in the case that position 
was positive. The remaining bits of Y pass corresponding bits of B 
unaltered. The Z flag is set according to the contents of the selected field. 
However, the N flag is set according to the most significant bit of Y. 


1. AHIGH on the I8 input selects the position inputs from the status register 
(STATUS <5:0>); a LOW selects the direct position <5:0> input pins. 


2. A HIGH on the !7 input selects the width inputs from the status register 
(STATUS <12:8>); a LOW selects the direct width <4:0> input pins. 


3. For position <0, Ais rotated ratherthan shifted right. Therefore, ifthe sum 
of position and width exceeds 32, bits rotated around from the low-order 
end A will be selected. 


XORF-A XORF-A 


XOR Field in A with B 


Notes: 4. For p> 0, a width of 0 specifies the entire field to the left of position. 
€.g., p=03; w=0 


A = 0111 0010 0001 0101 0001 1000 0000 1111 
A*= 1001 0000 1010 1000 1100 0000 0111 1xxx 
B = 1000 1111 1100 1110 0001 0011 0111 0010 = 8FCE1372 
Y = 0001 1111 0110 0110 1101 0011 0000 1010 = 1F66D30A 


7215180F 


For p<0, a wiath of 0 specifies the entire 32 bit field. 
e.g., p=3C; w=0 


A = 0111 0001 0111 0010 0011 1111 1110 1101 = 71723FED 
At= 1101 0111 0001 0111 0010 0011 1111 1110 

B = 1000 0010 1100 1110 0001 0101 0000 1001 = 82CE1509 
Y = 0101 0101 1101 1001 0011 0110 1111 0111 = 55D936F7 
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XORF-AL-A 


2-136 


Purpose: 


Status Generated: 


Opcode, 6: 


Description: 


Notes: 


XORF-AL-A 


XOR Aligned Fields in A & B 


To perform a logical XOR operation between a field in A and a field in B that 
start at the same position. 


ZN cveti om _=s§s 

Z Set if resulting field is zero. Cleared otherwise. 

N Set if Y,, equals one. Cleared otherwise. 

77 

The position input is treated as a 5 bit unsigned number. A logical XOR 
operation is performed between the fields in A and B starting at the bit 
specified by position and of the specified width. The resulting field appears 
on the Y bus at the same position. The remaining bits of Y contain 
corresponding bits of B unaltered. The Z flag is set according to the 


contents of the selected field. However, the N flag is set according to the 
most significant bit of Y. 


1. A HIGH on the I-8 input selects the status register (STATUS <5:0>) as 
the source of position; a LOW selects the direct position <5:0> input pins. 


2. AHIGH on the I-7 input selects the status register (STATUS <12:8>) as 
the source of width; a LOW selects the direct width <4:0> input pins. 


3. A width of 0 specifies the entire field to the left of position. 


ZERO 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


ZERO 


Pass 0’S to Y-Bus 


Type conversion of unsigned integers to multiply words. 
ZN cvtim_=s 

Z Always set. 

N Always reset. 


3C 


Byte-width selects the number of least-significant bytes of Y that contain 
zeroes. Unselected high-order bytes are taken from the B input, unaltered. 
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ZERO-EXTA 


2-138 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 


ZERO-EXTA 


Zero Extend A 


Type conversion of unsigned integers to full words; data movement. 
Z N cvete oom _s§s 
Z Set if Y equals 0. Cleared otherwise. 


N Set if selected least significant bytes of Y are negative. Cleared 
otherwise. 


00 


Byte-width specifies the number of least-significant bytes of A that pass 
onto the Y bus. The unselected most significant bytes contain zeroes. 
Status is defined for selected least- significant bytes only. 


1. To convert an unsigned byte to a double word (for example) use Zero- 
EXTA on the byte with byte-width = 01 to obtain the least significant word 
followed by the Zero instruction with byte-width = 00 to get the most 
significant word. 


ZERO-EXTB 


Purpose: 


Status Generated: 


Opcode,, 6: 


Description: 


Notes: 


ZERO-EXTB 


Zero Extend B 


Type conversion of unsigned integers to full words; data movement. 
ZN cvet wom _s§s 
Z  Setif Y equals 0. Cleared otherwise. 


N Set if selected least significant bytes of Y are negative. Cleared 
otherwise. 


01 


Byte-width specifies the number of least-significant bytes of B that pass 
onto the Y bus. The unselected most significant bytes contain zeroes. 
Status is defined for selected least- significant bytes only. 


1. To convert an unsigned byte to a double word (for example) use ZERO- 
EXTB on the byte with byte-width = 01 to obtain the least significant word 
followed by the Zero instruction with byte-width = 00 to get the most 
significant word. 
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APPENDIXA 


HOW BCD ARITHMETIC WORKS ON THE Am29332 ALU 


The Am29332 ALU performs BCD addition and subtraction in a two stage process. The first stage 
is anormal binary operation (performed on valid BCD operands), and the status information that 
results (C,N,V,Z) is the expected status for a binary operation. For all add and subtract class 
instructions, including: 


ADD, ADDC 

SUB, SUBC 

SUBR, SUBRC 

NEG 

INCR, INCR2, INCR4 
DECR, DECR2, DECR4 


the 8 nibble-carry/borrow flag bits are also updated. These flags are treated as nibble-carries for 
the ADD and INCR class instructions, and as nibble-borrows for the SUB, DECR, and NEG class 
instructions. The borrow control signal into the chip does not affect the meaning of the nibble- 
borrows, it only controls the polarity of the main carry flag, the macro carry in, and macro carry out. 


The second stage is the correction instruction. Forthe ADD and INCR instructions, the SUMCORR 
instruction is used. For SUB, DECR, and NEG, the DIFFCORR instruction is used. These 
instructions use the eight nibble-carry/borrow bits, and the result of the previous binary operation 
(on BCD operands) to create a correct BCD result. 


Negative numbers are represented in 10’s complement format. This means that if the most- 
significant digit is in the range 5 through 9, the number is negative. For example, if we were working 
with 16 bit BCD numbers, there would be four BCD digits. They could have values as follows: 


10’scomplement signed value 
number 
5000 —5000 
5001 —4999 
5002 —4998 
8000 —2000 
9000 —1000 
9998 —0002 
9999 —0001 
0000 0000 
0001 +0001 
0002 +0002 
4000 +4000 
4998 +4998 
4999 +4999 
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Negative numbers are formed by subtracting the required number from 10000. For example, to find 
—952, do the following: 


10000 — 952 = 9048 (9048 is the 10’s complement of 952 in a 16-bit BCD system) 


For 32-bit numbers (8 digits), the value is subtracted from 100,000,000 to form the 10’s 
complement of the number. 


How Addition is Performed: 


Two BCD numbers are applied to the ALU, and a binary addition is performed. The result is the 
expected result of adding the two numbers as if they were both binary values. As a side effect, the 
eight BCD nibble-carries are also set to either 0 or 1, depending on the result for each of the eight 
nibbles being added. If the result of this add is applied to the ALU and a SUMCORR instruction is 
executed, the result is the correct BCD result of adding the original two operands. 


How the BCD Nibble-Carries are Formed During Addition 


The BCD nibble-carries are set to a 1 under either of the following conditions: 


1) The result of adding the two nibbles of the operands plus the binary carry from 
the lower order addition gives a nibble sum greater than 9. 


2) The result of adding the two nibbles of the operands gives a nibble sum of 9, the 
nibble-carry for the digit to the right of the current digit is set, and there is no 
binary carry from the digit to the right of the current digit. 


All other results cause the respective nibble-carry to be set to 0. The resultant eight nibble-carries 
are stored in the status register. Here are some examples, in a 16-bit format (assuming that the 
instruction being executed is the ADD instruction) : 


1) 44444 


0044 
+0044 
0088 nibble-carries:0000 


2) 45445 


0045 
+0045 
OO8A nibble-carries: 0 0 0 1 


3) 48448 


0048 
+0048 
0090 nibble-carries: 0 0 0 1 
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4) 48 + 58 


0048 


+0058 
OO0AO nibble-carries:001 1 


5) 45+45 


0045 
+0045 


OO09A nibble-carries: 0 0 1 1 
6) 428 + 568 


0428 


+0568 
0990 nibble-carries:000 1 


7) 4284578 


0428 


+0578 
O9A0 nibble-carries: 0 11 1 


How Borrow Mode Affects Addition 
Borrow mode does not affect addition in any way. 
How Carry-In Affects Addition 


Carry-in (from either the macro carry input or the carry bit in the status register, depending on the 
select signal) causes an extra 1 to be added, if this signal is asserted (1), and the instruction is the 
ADDC instruction. For the nibble-carry generation, this will affect it the same way as a binary carry 
from the previous lower order bits. For example, if the instruction is ADDC, and the carry-in is 1, 
then 


8) 35 + 64 
0035 
+0064 plus carry-in 
OO09A nibble-carries:00 1 1 
9) 37 + 68 
0037 
+0068 plus Carry in 
OO0AO nibble-carries:001 1 
10) 37+58 
0037 
+0058 plus carry-in 
0090 nibble-carries: 000 1 
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How Carry-Out is Formed During Addition 


Carry-out from the ALU is the standard binary carry output that results from binary addition. Unless 
the ALU hold signal is asserted, the status register is updated with this carry information. Carry- 
out is asserted for a 2’s complement ALU during addition if the sum of the most-significant bit of 
the two operands plus the binary carry into the most-significant bit is greater than 1. 


How Summation Correct Works 


The summation correct instruction expects to be preceded by an addition class instruction. The 
addition class instruction will set up the nibble-carries, as well as produce a result of doing a binary 
add on two BCD numbers (or adding 1, 2, or 4 to anumber in the case of the INCR instructions). 
The addition result is applied to the ALU as the operand to be corrected, and the SUMCORR 
instruction uses the BCD nibble-carries to create a correction number. For each nibble-carry that 
is a 1, the correction nibble is 6. For each nibble-carry that is a 0, the correction nibble is 0. The 
correction word (made up ofthese Os and 6s ) is added to the number to be corrected, using a binary 
add operation within the ALU. For the above examples, the correction cycles are as follows: 


The first four examples had carry-in = 0 for the ADD 
1) 44+44=0088 nibble-carries:0000 


correction value0 000 
corrected result0 0 88 


2) 45+45=008A nibble-carries: 0 00 1 


correction valueO 006 
corrected result0 090 


3) 48+48=0090 nibble-carries: 000 1 


correction valueO 006 
corrected result0 096 


4) 48+58=00A0 nibble-carries:0 0 1 1 


correction valueO0 066 
corrected resultO0 106 


5) 45+45=009A nibble-carries: 000 1 


correction valueO0 006 
corrected result0 090 


6) 428 + 568 =0990 nibble-carries: 000 1 


correction valueO 006 
corrected result0996 
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7) 428 +578=09A0 nibble-carries: 0 11 1 
correction value0 6 6 6 
corrected result 1006 


The next three examples had carry-in = 1 for the ADDC 


8) 35+64=009A nibble-carries:00 1 1 


correction valueO 066 
corrected result0 100 


9) 37+68=00A0 nibble-carries: 0 0 1 1 


correction value0 066 
corrected resultO 106 


10) 37+58=0090 nibble-carries: 00 0 1 


correction value0 006 
corrected result0 096 


How Carry-In Affects Summation Correct 


Carry-in is ignored during SUMCORR. 
How Carry-Out is Formed During Summation Correct 


Carry outis the value of the nibble carry status bit of the most significant digit of the operation being 
performed. For 32 bit mode it is NC7, for 24 bit mode it is NC5, for 16 bit mode it is NC3, and for 


8 bit mode it is NC1. 
What Happens to Addition in Non 32-Bit Mode 


For ALU sizes other than 32 bits, the output to the Y bus is the expected 24, 16, or 8-bit result, 
merged with the unmodified high order bytes from one of the two operands. The nibble-carries are 
set up as if the ALU was in 32-bit mode. 


For the SUMCORR instruction, only the active 8, 16, or 24 bits are corrected. The carry-out is 
selected from the appropriate position, as described in the previous section. The unselected high 
order bytes are passed through unmodified. 


How Subtraction is Performed 


Two BCD numbers are applied to the ALU, after the operand to be subtracted has been inverted 
(1’s complement ) anda binary addition is performed (with carry-in set to 1 for SUB and NEG). The 
result is the expected result of subtracting one of the numbers from the other as if they were both 
binary values. As a side effect, the eight BCD nibble-borrows are also set to either 0 or 1, depending 
on the result for each of the eight nibbles being subtracted. If the result of this subtract is applied 
to the ALU, and a DIFFCORR instruction is executed, the result is the correct BCD result of 
subtracting the original two operands. 
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How the BCD Nibble-Borrows are Formed During Subtraction 


A nibble-borrow occurs if the result of subtracting one nibble from the other gives a result less than 
0. This is implemented in the ALU by storing the complement of the inter-nibble carry while the ALU 
is doing an add (remember the ALU is actually doing an add on the two operands after the one to 
be subtracted has been complemented). The ALU always stores nibble-borrows in the status 
register, regardless of the state of the borrow control pin on the chip. 


Here are some examples in an 8-bit format (assuming that the instruction being executed is the 
SUB instruction): 


11) 53 


05 
-03 
02 nibble-borrows: 0 0 


in binary, this is: 
0000 0101 
— 0000 0011 
This becomes (after complementing, setting carry into ALU to 1, and doing an add): 


0000 0101 
+0000 0001 
+1111 1100 complement of 0000 0011 
10000 0010 # the answer, 2 


t t binary carries occurred at both boundaries so both nibble- 
borrows are zero. 
12) 5-5 
05 
—05 
00 nibble-borrows: 0 0 
in binary, this is: 
0000 0101 
— 0000 0101 
This becomes (after complementing, setting carry into ALU to 1, and doing an ada): 
0000 0101 
+0000 0001 


+1111 1010 complement of 0000 0101 
10000 0000 # # the answer, 0 


t t binary carries occurred at both boundaries so both nibble- 
borrows are zero. 
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13) 3-5 
03 
-Q5 
—-02 nibble-borrows: 1 1 
in binary, this ts: 


0000 0011 
— 0000 0101 


This becomes (after complementing, setting carry into ALU to 1, and doing an add): 


0000 0011 
+0000 0001 


+1111 1010 complement of 0000 0101 
01111 1110 the answer, FE needs correction 


t t No binary carry occurred at either boundary so both nibble- 
borrows are one. 


How Borrow Mode Affects Subtraction 


Borrow mode when asserted inverts the value for the carry-in and carry-out of the chip. It also 
inverts the data to be stored into the internal micro-carry status flag i.e. the data in the micro-carry 
register is the same sense as the chips carry-out and carry-in. In this mode, all three are better 
referred to as borrow-in, borrow-out, and micro-borrow status flag. These meanings only apply 
when borrow mode is asserted, and a subtraction operation is being performed. 


Note that subtraction operations occur with SUB, SUBR, SUBC, SUBRC, DECR, MULTIPLY 
instructions, and DIVIDE instructions. 


How Carry-In Affects Subtraction 


When borrow mode is not asserted, carry-in set to 1 will make a SUBC execute like a SUB, and 
perform A — B. If carry-in is 0, then the operation performed will be A—B—1. 


How Borrow-In Affects Subtraction 


When borrow mode is asserted, borrow-in set to 0 will make a SUBC execute like a SUB, and 
perform A — B. If borrow-in is 1, then the operation performed will be A—B — 1. 


How Carry-Out is Formed During Subtraction 


When borrow mode is not asserted, carry-out is the normal binary carry output of the ALU 
performing an add of the two operands after one of them has been complemented. Of course, the 
carry into the ALU can also affect the carry-out in the normal way, for SUBC and SUBRC. 
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How Borrow-Out is Formed During Subtraction 


When borrow mode is asserted, the borrow output is the normal binary borrow-out of the ALU 
performing an add of the two operands after one of them has been complemented. Of course, the 
borrow into the ALU can also affect the borrow-out in the normal way, for SUBC and SUBRC. 


How Difference Correct Works 


The DIFFCORR instruction expects to be preceded by a subtraction class instruction. The 
subtraction class instruction will set up the nibble borrows, as well as produce a result of doing a 
binary subtract on two BCD numbers (or subtracting 1, 2, or 4 from a number in the case of the 
DECR instructions). The subtraction result is applied to the ALU as the operand to be corrected, 
and the DIFFCORR instruction uses the BCD nibble borrows to create a correction number. For 
each nibble borrow that is a 1, the correction nibble is 6. For each nibble borrow that is a 0, the 
correction nibble is 0. The correction word (made up of these Os and 6s ) is subtracted from the 
number to be corrected, using a binary subtract operation within the ALU. The subtraction is 
performed by complementing the correction word, and adding it to the word to be corrected. The 
carry into the ALU is set to 1 for this add. For the above examples, the correction cycles are as 
follows: 


11) 5—3= 0000 0010 (nibble-borrows are 0 0) 
so correction value is 0000 0000 
when complemented become 1111 1111 


0000 0010 

+ 0000 0001 

+1111 1111 © (the complemented correction word) 
0000 0010 « the correct answer, 2 


12) 5 — 5 = 0000 0000 (nibble-borrows are 0 0) 


so correction value is 0000 0000 
when complemented become 1111 1111 
0000 0000 
+0000 0001 


+1111 1111 « (the complemented correction word) 
0000 0000 «# the correct answer, 0 


13) 3—5=1111 1110 (nibble-borrows are 1 1) 


so correction value is 0110 0110 
when complemented become 1001 1001 


1111 1110 
+ 0000 0001 


+1001 1001 « (the complemented correction word) 


1001 1000 « the correct answer, 98, which is — 2 in 10’s complement 
notation. 
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How Carry-In Affects Difference Correct 
Carry-in is ignored during DIFFCORR. 


How Borrow-!In Affects Difference Correct 


Borrow-in is ignored during DIFFCORR. 


How Carry-Out is Formed in Difference Correct 


In carry mode (borrow mode signal not asserted) the carry-out is the complement value of the 
nidble-borrow status bit of the most-significant digit of the operation being performed. For 32-bit 
mode it is NC7, for 24-bit mode it is NC5, for 16-bit mode it is NC3, and for 8- bit mode it is NC1. 


How Borrow Out is Formed in Difference Correct 


In borrow mode (borrow mode signal is asserted) the borrow-out is the value of the nibble-borrow 
status bit of the most-significant digit of the operation being performed. For 32-bit mode it is NC7, 
for 24-bit mode it is NC5, for 16-bit mode it is NC3, and for 8-bit mode, it is NC1. 


What happens to Subtraction in Non 32-Bit Mode 


For ALU sizes other than 32 bits, the output to the Y bus is the expected 24, 16, or 8-bit result, 
merged with the unmodified high order bytes from one of the two operands. The nibble-borrows 
are set up correctly only for the enabled bytes. The nibble-borrows for the higher order bytes are 
also modified, but their value is undefined. 


For the DIFFCORR instruction, only the active 8, 16, or 24 bits are corrected. The carry-out or 
borrow-out is selected from the appropriate position, as described in the previous section. The 
unselected high order bytes are passed through unmodified. 


How to Do Multiprecision Addition and Subtraction 


To do multiprecision BCD addition, these steps must be followed: 


Assume two operands each of 128 bits, labeled as AandB. The 4 words that make up each operand 
are identified from most-significant to least-significant as HH, HL, LH, LL. thus the operands are: 


127 96 95 64 63 32. 31 0 
AHH AHL ALH ALL 


127 96 95 64 63 32 31 | 
BHH BHL BLH BLL 


fan) 
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The result will be called CHH, CHL, CLH, CLL. 


ADD TEMP = ALL,BLL 

SUMCORR CLL = TEMP 

ADDC TEMP = ALH,BLH,micro-carry 
SUMCORR CLH = TEMP 

ADDC TEMP = AHL,BHL,micro-carry 
SUMCORR CHL = TEMP 

ADDC TEMP = AHH,BHH,micro-carry 
SUMCORR CHH = TEMP 


Note that each SUMCORR instruction generates acarry-out thatis the value ofthe most-significant 
nibble-carry generated in the previous ADD or ADDC. The SUMCORR instruction stores this in the 
micro-carry flag of the ALU status register, which must then be selected as the source of the carry- 
for the following ADDC instruction. This assumes that the ALU width control is the same for both 
the ADD, ADDC, and SUMCORR instructions. There is no reasonable case where this would not 
be true. 


Multiprecision subtract works exactly the same way except that SUB, SUBC, and DIFFCORR 
instructions are used. 


Status During BCD Operations 


The ALU status signals of C (carry/borrow), N (negative), Z (zero), and V (overflow), will correctly 
report the status of a BCD operation after the correction instruction, provided the BCD operands 
used have either a leading 0 (for positive numbers) or 9 (for negative numbers). This will mean that 
for 32-bit BCD numbers, there will only be sevev rather than eight useful digits. The rest of the 
number is still in 10’s complement form. This reduces the range of numbers that can be 
represented. The tables below show the range of numbers and their representations for different 
byte-widths. 


Byte-width = 1; Byte-width = 2; 

Number Representation Number Representation 

—10 90 -1000 9000 

—9 91 —999 9001 

—1 99 —500 9500 

0 00 —1 9999 

+1 01 0 0000 

+8 08 +1 0001 

+9 09 +500 0500 

+998 0998 

+999 0999 


A-10 


Byte-width = 3; 
Number 
—100000 

—99999 
—5000 
—| 

0 

+1 
+5000 
+99998 
+99999 


Representation 
900000 
900001 
995000 
999999 
000000 
000001 
005000 
099998 
099999 


Byte—width = 0; 
Number 
—10000000 
—9999999 
—400000 
—399999 
—300 

—| 

0 

+1 

+300 
+399999 
+400000 
+9999998 
+9999999 
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Representation 
90000000 
90000001 
99600000 
99600001 
99999700 
99999999 
00000000 
00000001 
00000300 
00399999 
00400000 
09999998 
09999999 


The carry/borrow will be generated as described previously for SUMCORR and DIFFCORR. 


The negative status is derived from the most-significant bit of the result. The most-significant result 
digit will be either O (for positive results), or 8 or 9 (for negative results). The most-significant bit 
of 0 is clear, so positive is reported. Both 8 and 9 have their most-significant bit set, so negative 


is reported. 


The overflow indication (V) is the exclusive-or of the most-significant and next- most-significant 
nibble-carry/borrow flag. For 32-bit mode it is “NC7 xor NC6’, for 24-bit mode it is “NC5 xor NC4”, 
for 16-bit mode it is “NC3 xor NC2”, and for 8-bit mode it is “NC1 xor NCO”. 


The zero (Z) indication is given when all enabled bytes of the result are zero. For other than 32- 
bit mode, only the specified width is tested for zero. 





APPENDIXB 
Multiplication 


The ALU has a number of steps to support signed and unsigned single precision multiplication. 
Multiprecision multiplication is not directly supported since it is somewhat easily implemented in 
microcode using the single precision steps. 


The algorithm used for both signed and unsigned multiplication is a modified Booth algorithm which 
yields two product bits per microcycle. The ALU uses two extra bits of precision appended to the 
most-significant byte of the operation. The algorithm operates under the control of the M flag and 
the two least significant bits of the Q register. Flow charts 1 through 5 outline the multiplication 
algorithm. 


Unsigned Multiplication Example 


The following steps show an example fora 1-byte unsigned multiplication. The multiplieris 65 |. The 
multiplicand is 48,,.Refer to Figure B-1. 


Instruction Opcode A B Y Comment 

1. LOADQ-A 06 65 XX 65 Load multiplier into Q 

2. UMULFIRST 5B 48 00 12 First multiplication step 

3. UMULSTEP 5C 48 12 16 Inner multiplication loop, iteration 1 

4. UMULSTEP 5C 48 16 E1 Inner multiplication loop, iteration 2 

5. UMULSTEP 5C 48 E1 1C Inner multiplication loop, iteration 3 

6. UMULLAST 5D 48 1C 1C Last multiplication step yields high byte 
7. PASS-Q 05 XX XX 68 Low product byte from Q register 


The product is 1C68,,. The high byte is available on the Y bus during the last multiplication step in 
step 6. The low byte is available from the Q reg. in step 7. 


Division 
The ALU has a number of steps to support division for single and multiprecision signed and 


unsigned integers. Divisors and dividends of any number of bytes are supported. 


The algorithm used for signed division is a four quadrant nonrestoring divide algorithm which yields 
one quotient bit per microcycle for single precision division. Unsigned division is implemented 
using the same algorithm except that the sign of the partial remainder is stored in a separate bit 
of the status register (the S flag). In either case, the algorithm operates under control of the M bit 
of the status register. Flow charts B-6 and B-7 outline the divide algorithm. 


Unsigned Division Example 


The following steps show an example for a 1-byte unsigned division. The dividend is 75, The 
divisor is 02,,. Refer to flow chart 6. 
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Instruction Opcode A B Y NFlag Comment 


. LOADQ-A 06 75 XX 75 Load dividend into Q 
.UDIVFIRST 4F 02 00 00 First division step 

. UDIVSTEP 54 02 00 #+-FD Inner division loop, iteration 1 
.UDIVSTEP = 54 02 FD FF Inner division loop, iteration 2 
. UDIVSTEP 54 02 FF 083 Inner division loop, iteration 3 
.UDIVSTEP 54 02 03 02 Inner division loop, iteration 4 
.UDIVSTEP 54 02 02 O01 Inner division loop, iteration 5 
.UDIVSTEP = 54 02 O01 #2*FE Inner division loop, iteration 6 
.UDIVSTEP = 54 02 FE O01 Inner division loop, iteration 7 
10. UDIVLAST 55 02 O01 #425FF Last division step 

11. REMCORR_ 58 02 FF 01 Remainder correction 

12. PASS-Q 05 XX XX 3A Quotient from Q register 


OONOOARWND — 
x KA KKK KKK KKK 


The quotient is 3A,, obtained from the Q register in step 12 and the remainder is 01,, obtained on 
the Y bus in step 711. 
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Q* MULTIPLIER 


a i a Eee i a a a ey 


UMULFIRST 


A*« A ZERO EXTEND (MULTIPLICAND) 


Ce ~~ =m ewe Be Bee Be Be Be Bee eee ee Oe 


UMULSTEP 








A*« A ZERO EXTEND (MULTIPLICAND) 
B*« B SIGN EXTEND (PRODUCT) 


=_—s ewe ewe wee ese el rerthlhlc rr rhUlUc OE lhlUlUrRChUlUchCUlUhrOlhlUh Re FT TFT 


ITERATION 
= 4BW-1 


ee ee ee Se ee ee 


UMULLAST 


Figure B-1. Algorithm for Unsigned Multiplication 
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Q¢ MULTIPLIER 


ee i i 


SMULFIRST 


A* © A SIGN EXTEND (MULTIPLICAND 


Ce a ee ~~ se ee Bee Be ee ee Be eR Oe Oe eee Oe 


SMULSTEP 








A** A SIGN EXTEND (MULTIPLICAND) 
B** B SIGN EXTEND (PRODUCT) 


ee ee i 


ITERATION 
= 4BW-1 


YES 


Figure B-2. Algorithm for Signed Multiplication 
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Note: A is the Multiplicand 





M=Q 


Y « F* Downshift 


2 Bits 





Downshift Q 
2 Bits 


A 5 = fill bits 










Figure B-3. Initilization and First Iteration Step 
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Note: Ais the Multiplicand; 
B is the Product 





Ye F 
| DOWNSHIFT 
2 BITS 


DOWNSHIFT Q 
2 BITS 
F,*, Fy * =FILL BITS 


RETURN 


Figure B-4. Iteration Step 
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Product = Product + Multiplicand 





#0 =0 


Figure B-5. Final Correction Step forUnsigned Multiply 
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LOADQ 


Qe DIVIDEND 


ZERO (00) 


REMe 0 


UDIVFIRST 


NEW REM (Y)* UPSHIFT (REM B/W), Quen (B/W) 
NEW Qo € 0 

Q« UPSHIFT (Q(B/W),0) 

Me 1 
S¢0 











UDIVSTEP 


REM« REM-DIVS IF M=1 
REM« REM+DIVS IF M=0 

NEW REM (Y)* UPSHIFT (REM (B/W), Qicn (B/W) 
NEW Qo # A® S® Cour (BMW) 


Me NEW Qo 
Q* UPSHIFT (Q(B/W), NEW Q, ) 
S * SIGN (REM (BW)) 











NO ITERATION 


= 8BW-1 


YES 


UDIVLAST 


REMe REM-DIVS IF M=1 
REM« REM+DIVS IF M=0 

NEW REM (Y)* REM 

NEW Qy) * A® SO Qyz (BW) 
Q* UPSHIFT (Q(B), NEW Q ) 





O 
REM-CORR 


REMe REM-DIVS IF M=1 
REM« REM+DIVS IF M=0 
NEW REM (Y)* REM 










Figure B-6. Unsigned Division 
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Ens YES 
NO 
Qe 
NO 


DiviD 
YES CED 
SDIVEIRST 










UPSHIFT (REM, Q) 
Qg*_ SIGN (DIVS) EXNOR SIGN (DIVG 
Me SIGN (DIVS) EXNOR SIGN (DIVD) 
Se SIGN (DIVD) 


) 








SDIVSTEP 







REM* REM+DIVS IF M=0 
UPSHIFT+* (REM, Q) 
M, Qg* SIGN (REM) EXNOR SIGN (DIVS 






SDIVLAST1 
REM+ REM-DIVS IF M=1 
REM+ REM+DIVS IF M=0 
Ye REM 
Qe UPSHIFT (Q, 1) 


Me SIGN (REM) EXNOR SIGN (DIVS 
N«* SIGN (REM) 
Z+ Y (B/W) 





YES 


, God 


NO 






YES 
REM NEGATIVE 





SDIVLAST 2 


NO YES DIVD & NO 
REM POS 
YES <> NO Gr08) Gr08) YES > NO 


Ve OVERFLOW 





YES 


No _gn}) V8 
Go) GY 


Figure B-7. Single-Precision Unsigned Division 


REM* REM-DIVg [REM«* REM+DIVS 
ie AEM 0 oun 
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